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CHAPTER 1
Introduction
Radiation detection is a very important tool for every application field that in-
cludes monitoring and detection of radiation sources. In the case of gamma and
X-ray detectors, a wide number of application fields are involved in the detector
developing, this list comprehends medical imaging, environmental monitoring,
homeland security and astrophysics. Several detector technologies have been
developed during recent years: proportional counters, scintillator detectors,
photomultipliers and semiconductor detectors.
The radiation detector device has the specific objective to deliver informa-
tion about the energy deposited by the incident radiation, the position of the
radiation interaction, or about the time at which the radiation has arrived.
Semiconductor detectors offer some advantages over the other technologies
developed for this applications. The density, for example, is orders of magni-
tudes higher with respect to phototubes or scintillators, corresponding to a
much higher stopping power for semiconductor based devices. Moreover with
a semiconductor detector, unlike the photomultiplier tube, the radiation en-
ergy is directly converted into the signal. This involves an improvement in the
energy resolution due to the large number of carriers generated for every event
occurring inside the medium and hence a higher photo-sensibility.
For many years the high energy radiation detection field was dominated by
Si and Ge. These two materials are able to produce devices with a very high
energy resolution and the corresponding read out electronic was already devel-
oped. However the use of these material requires a cooling down to cryogenic
temperatures, usually at liquid nitrogen (77 K). The need of making a device
able to work at room temperature has pushed the research in the direction of
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the exploitation of a new class of semiconductors characterized by a high and
direct energy gap. Among semiconductors CdZnTe has emerged as a partic-
ularly suitable material in the realization of efficient detectors. CdZnTe owns
many characteristics that make it particularly interesting for the radiation
detector realization:
• A large band gap 1.6 eV, to permit room temperature operations
• High resistivity, that ensures low leakage current at high voltages
• A small pair creation energy, having a large amount of charge carriers to
be generated and hence a high photosensitivity
• A high atomic number for a good radiation stopping power. The stopping
power is proportional to a power of the atomic number: Zn, n=4-5. CZT
is effective as detector up to 1 MeV. This ensure also a high photoelectric
absorption up to high energies
• Good transport properties to collect a large number of carriers, this is
particularly true for electrons
CdZnTe is not the only material that was considered for the realization of
room temperature devices.
Thallium Bromide (TlBr) and Mercuric Iodide (HgI2) have both produced
very efficient devices, with good energy resolution and high resistivity. However
these two materials suffer from sever limitations. One one side they are both
very hard to growth with a high single crystal rate. Secondly, they suffer for
some problems intrinsically bounded to the device functioning. HgI2 is highly
unstable in air environment and requires a full encapsulation to preserve the
device properties. TlBr is highly toxic and the applied bias causes a migration
of Br atoms inside the polarized device. However CZT material suffers from
some shortcomings that limit its wide spread use especially for large volume
devices. One of the main drawbacks is the poor mobility of holes that results
in a incomplete charge collection, this affects the spectral resolution producing
a tail in the low energy side of the photopeak. Nowadays the hole degradation
is limited by the realization of geometries that create a single carrier device.
Crystal growth is another challenging field in the development of a large scale
production of CZT devices. Obtaining a completely single crystal ingot is still
difficult and also a high homogeneity of the characteristics is still not obtained.
Unlike other materials with a longer history, like Si or Ge, the electrode
technology is still not completely developed. Several metals are currently stud-
ied for the realization of a stable, reproducible and low leakage current metal-
CZT interface. The electrodes should not introduce polarization when biased
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and produce a uniform electric field. An ideal metal contact would prevent any
charge build up, in order to have a more uniform electric field profile.
Applications of CdZnTe as a radiation detector
Nowadays there is a large number of fields where CdZnTe can be employed as
a X-ray and gamma ray detector. These include the medical imaging (SPECT,
CT), homeland security (cargo and luggage control), environmental moni-
toring (control of the background radiation) and astrophysics (study of the
X-ray emission of celestial bodies). Industrial research have recently discov-
ered the potential of this material, and began to produce large scale devices
based on this large band gap material that can operate at room temperature.
CdZnTe properties make it a particular appealing material for the realization of
portable and easy to handle devices, unlike other materials, like Si, that require
cryogenic cooling. One of the fast growing application fields is the homeland
security. The increasing fear of terrorist attacks related to airplane security,
the constantly increase of the volume of traveling people and object shipping
all over the world, made it a must to create a radiation device able to produce
a fast and accurate response. Because of the importance of the traveling safety,
this field has recently gained a lot of interest and attracted several financial
supports. Body and luggage control find a huge market in the airport scan-
ning equipment, and especially in this field, considering the number of people
flying everyday from the main airports, the need of a response within a few
second is necessary. The use of a highly sophisticated device, like CZT based
detectors, reduces also the dose necessary to detect dangerous object in a lug-
gage or on the passenger body (body scan). A second, but equally interesting
application field is in the medical imaging area. The use of solid state devices
reflects in the production of new medical devices, with far higher performances
with respect to scintillators or other devices. SPECT (Single Photon Emission
Computed Tomography) or CT (Computed Tomography) are techniques that
are becoming more and more common in the preventative medicine or surgical
applications and the use of such devices have been a great help in the cure
and detection of diseases. Environmental monitoring is currently performed
using Geiger Mueller counters, with this equipment it is not possible to acquire
information about the nature of the contamination and the position of the X-
ray source. The monitoring consist in two main types of applications: i) the
control of the background radiation, controlling the natural X-ray emission by
elements present in the soil and ii) the monitoring of the areas in the proxim-
ity of nuclear facilities, where the possible poisoning due to a malfunctioning
of the facility needs to be controlled constantly. This field is of particular in-
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terest in Italy today because of the possibility to build new nuclear sites on
the Italian territory. With respect of other applications, astrophysics is more
related to the academic research instead to the industrial production, but is
as well interesting. CZT has always been a focus material in the detection of
X-ray emission in the space. Astronomical equipment to be sent in the strato-
sphere or above, found it necessary to reduce the dimensions of the detection
packet and to improve the photo-sensitivity of the device, in order to acquire
the largest amount of information possible. CZT has been successfully used in
many European (ESA) and Italian (ASI) flight campaigns.
Aim of this thesis
The aim and fundamental concept of this thesis is to produce a complete char-
acterization and study of the material, in order to give a immediate feedback
to the crystal growers of the group and implement the growth technology. For
that the realization of devices with good spectroscopic characteristics and to
develop a reliable and precise device fabrication technology is necessary, in
order to obtain a good characterization of the properties.
The thesis is carried out at IMEM-CNR in Parma, under the supervision of
Dr. Andrea Zappettini, head of the IMEM detector group. The IMEM detector
group is a crystal growth group, focused on the development of CZT devices.
It was therefore fundamental to have an intense feedback between the growth
and the behavior of the detectors.
Some of the measurements presented in this work were performed at the
Brookhaven National Laboratory (BNL), Upton, Long Island, at the Nonpro-
liferation and National Security group were I have worked as a guest researcher
for a 4 months period during the second year of PhD and one month during
the third, under the supervision of Dr. R. James and Dr. A.Bolotnikov.
At IMEM, the detector preparation is followed in every single part of the
technological process. Starting from the ingot, several slabs, slices cut along
the growth axis, and wafer, cut perpendicular to the growth axis, are obtained
and analyzed, in order to study the material homogeneity in both directions.
During the thesis research period over 20 ingots were grown and all of them
were deeply studied. This accurate study allowed the group to reach a lot of
progress in these years, comprehending a strong improvement in the purity
of the starting elements, an amelioration of the spectroscopic quality (energy
resolution and reproducibility of the detector response) and higher transport
properties. The contact deposition and the surface preparation treatments were
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Figure 1.1: Evolution of the IMEM CZT detector response in presence of a 241Am
source
all studied for the obtaining of a low noise current-voltage characteristic, also
for high voltages. This improvement is shown in the time-line, figure1.1 of the
detector response to an uncollimated 241Am X-ray source.
More then 100 samples were cut, polished and prepared. All of them were
studied, the combination of all the information obtained with different studies
allowed a better comprehension of the mechanisms of operation of the devices.
The first part of this work consist in the study of the as grown material.
The ingot homogeneity is analyzed by means of the PL (Photo Luminescence)
mapping, the near band gap emission is connected to the Zn concentration. By
mapping the position of the peak in every point it is possible to reconstruct
the Zn segregation profile. From the tip to the bottom of the crystal the ingot
characteristics can vary and give completely different results in the final device.
The PL mapping was also found to be extremely useful in the comprehension
of the mechanisms occurring in the early stages of the nucleation. It was in
fact found an unexpected behavior in the Zn profile, that suggests a poor
control of the nucleation site inside the ampoule. The same behavior was found
in several publication from a large number of groups that grow CZT ingots.
The study of the material comprehends also the analysis with an IR (Infra
Red) microscope of the most common secondary phase present in the CZT
lattice, Te inclusions. The inclusions are present inside of the crystal structure
because the excess of Te is trapped during the growth as droplets forming
a Te rich secondary phase. The role of this inclusions on the functioning of
the final device has been discussed longly in the literature, but currently it
is assumed that Te inclusions have an active role in degrading the detector
response, the broadening effect in the photopeak is related to the position
inside the device and the dimension of the inclusion itself. This degrading
mechanism was supported also by theoretical models. For this reason to have
13
a complete reconstruction of the density and the distribution inside the device
of Te inclusions is very important to select the regions for the realization of high
quality devices inside a large wafer. The measurement presented in this work
were done in BNL, where two optical setup are available for the acquisition
of IR images. It is however important to underline that, recently, also IMEM
has developed a software for the identification, count and 3D reconstruction
of the position of Te inclusions. Another important measurement that was
done in BNL at the National Synchrotron Light Source (NSLS) is the white
beam X-ray diffraction topography (WXDT). With this technique is possible
to map the extended defects present inside a device. Extended defects like
dislocations, grain boundaries and twins are locally degrading the detector
response. In the case of a device with small pixels this means that some of
them are not responding, giving a complete lack of signal. In a single electrode
device the effect of the defects is summed to the overall response and can be
detected as a prominent tail on the low energy side of the photopeak.
The second part of the thesis is focused on the comprehension and the
study of the detector prototypes obtained from the grown ingots. The detector
group in Parma owns the know how necessary to realize a completely function-
ing radiation detector starting from the bare cut wafers. The results obtained
on the fabricated devices were used to improve the growth technology. The
samples studied were cut in dimensions of about 7 x 7 mm2 with a thickness
varying from 1 mm to 4 mm. After a preliminary study of the current volt-
age characteristic to determine the resistivity and hence the possibility of the
sample to operate at RT.
The spectroscopic response was studied at INAF-IASF, Bologna, where I
had open access during the entire duration of the PhD. The measurements
were performed under the supervision of Dr. E. Caroli and Dr. N. Auricchio.
The The investigation was done with several standard X-ray sources: 241Am,
109Cd, 57Co and 133Ba. The experimental setup comprehends a charge sensitive
preamplifier, the voltage supplier, an amplifier and the MCA. The samples
were studied varying the applied voltage and varying the amplifiers settings.
The detector spectroscopic response was also studied on a micron scale, at
the NSLS. A X-ray beamline is dedicated to the study of the device punctual
response. The setup allow a collimation of the beam down to 10 x 10 µm.
The correlation of the results obtained with the ones others techniques was
extremely useful in the determination of the role of defects in the detector
functioning.
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Another important parameter studied in BNL was the µτ (mobility-life
time) product, that determines the transport properties of the material. The
measurement of the µτ product is usually done by observing the shift in chan-
nel number of a X-ray emission with the applied voltage. The resulting data are
fitted with the Hecht equation and the µτ product can be calculated for both
charge carriers. The study resulted in a monotonous increase in the detector
quality during the period of the thesis, the energy resolution ameliorated and
the reproducibility of the good results was improved. Some collaboration were
started, the electric field profile was studied by Dr. A. Cola, at IMM, Lecce, by
means of the Pockels Effect, an electro-optical technique that permits to corre-
late the intensity of the electric field with the birefringence of the material. The
metal-CZT interface and the presence of damaged layers under the electrode
was studied in collaboration with Dr. E. Perillo and Dr. A. Raulo, at Uni-
versity Federico II, Naples. Two different techniques were combined the RBS
(Rutherford Back Scattering) and XRF (X-Ray Fluorescence), the presence of
multiple layer under the deposited electrodes was reported, the thickness of
the deposited metal layer was also measured.
Thesis outline
For a practical convenience the experimental results were divided into two
chapters, called material characterization and device characterization. The sep-
aration of the two is only finalized to a more practical organization of the
results and data, but they are both aimed to the comprehension of the mecha-
nisms dominating the device functioning and the measurement of the material
characteristics, in order to push together all the results and improve the crys-
tal growth. The device characterization contained the results obtained on the
samples with deposited metal electrodes, the material characterization com-
prehends the data measured on the as grown material (polished and lapped,
but with no device technology on it).
• Chapter 2: Material properties: contains a brief introduction to the ma-
terial and provides information about structural properties, electronic
structure, an overview of the main dopants used in the realization of
X-ray detectors and the list of the most common defects present in the
material.
• Chapter 3: Material and device characterization: theory and setup de-
scription of the characterization techniques presented in this work. The
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used techniques are photoluminescense and PL mapping, white beam
X-ray diffraction topography
• Chapter 4: Experimental results: Material characterization. As explained
before, these last two chapters are part of the same concept, but divided
for a better organization of the data. In this part the results obtained
with PL mapping, X-ray diffraction topography and IR microscopy are
shown.
• Chapter 5: Experimental results: Device characterization. This chapter
contains the measurements done on the prepared prototype devices. The
obtained results comprehends the IV measurements, the spectroscopic
results, with uncollimated sources or with the X-ray response map setup,
the µτ product measurement and the study of the electric field uniformity
by means of the Pockels effect.
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CHAPTER 2
Theory: material properties
2.1 CdZnTe properties
2.1.1 Structural properties
Cadmium Zinc Telluride (CZT) is a semiconductor, it belongs to the commonly
called II-VI group. Cadmium (Cd) and Zinc (Zn) are in the IIB group, while
Tellurium (Te) is in the VI group. These three elements are characterized by
a high atomic number: Cd is 48, Zn is 30 and Te is 52. Those numbers are
quite high in between semiconductors. CZT structure is zincblende (figure 2.1).
The crystal structure is formed by two Face Centered Cubic (FCC) shifted
along the cube diagonal by a quantity equal to the fourth part of the diagonal
itself. Every sub-lattice is respectively composed by all Te or all Cd atoms
(or Zn according to the composition). This not centered crystalline structure
implies the lattice planes 111 to be composed by one element only, this will
be important during the fabrication processes of the detector, in particular
this influences the properties of the metal contacts, that may change transport
properties from one side to the other. The unit cell contains 4 atoms of Cd and
4 atoms of Te. The zincblend is the stable structure at atmospheric pressure
and room temperature, but at high pressure conditions, 35 Kbar at room
temperature, the structure changes from zincblende to wurtzite (hexagonal)
[1]. Being CdZnTe an alloy, it is important to be accustomed to the common
notation: Cd1−xZnxTe, where x is the Zn molar fraction ranging from x=0 that
correspond to CdTe and x=1, corresponding to ZnTe. It's possible to obtain,
and hence to grow, solid CZT with every Zn composition.
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2.1. CdZnTe properties
Figure 2.1: The zincblende structure for a binary compound. Different atoms are
painted with different colors, the figure can easily be extended to a 3
component system (CdZnTe) considering the third atom replacing one
of the species.
Figure 2.2: Temperature-pressure projection of CdTe state diagram [1].
18
2.1. CdZnTe properties
Figure 2.3: Solidus-liquidus pseudobinary diagram. Experimental point are from [8]
and [9].
The use of CZT as a gamma and X-ray detector material implies usually
a Zn composition in the range from x=0.05 to x=0.2, higher Zn fraction are
commonly employed for the realization of IR windows. The lattice constant
(a) depends on the stoichiometry of the semiconductor following the law:
a(x) = a1(1− x) + a2(x) (2.1)
where a1 and a2 are the lattice constants of CdTe and ZnTe, respectively.
The average lattice constant can be determined by simple X-ray diffraction
using Bragg's law. The lattice constant value for a CZT ingot of composition
Cd0.95Zn0.05Te is a = 6.465 Å[34].
2.1.2 Band structure
The band structure of CZT is a delicate issue. With the ternary compounds,
in fact, the condition of periodicity is not satisfied, because of the local compo-
sition fluctuation. It can be a good starting point to study the band structure
of CdTe and ZnTe: they are both direct bandgap semiconductors and their
bandgaps at room temperature are 1.5 eV and 2.2 eV [10] respectively. To
study the band structure of CdTe (in figure 2.4) is not too different from
studying CZT. The band structure of ZnTe is qualitatively similar. The lines
in the image are calculated using the pseudopotential method [3]. There are 4
valence bands, containing the 8 valence electrons of the unit cell. The heavy
and light holes band and the degeneracy in k=0 of the split off band is re-
moved by the spin-orbit interaction [4]. An important value that can be ex-
tracted from the band structure is the effective mass of holes and electrons.
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2.1. CdZnTe properties
Figure 2.4: Band structure of CdTe calculated by the pseudopotential method [3]
Let us consider again the band diagram of CdTe. The constant energy surface
is spheric, meaning that every value can be obtained from the reciprocal of
the curvature in the k space, at k=0. Both CdTe and ZnTe have relatively low
effective masses for electrons: 0.11m0 and 0.15m0 [10]. For holes, because of the
separation in the valence band, there are more effective masses. In literature
the values are 0.70 for heavy holes and 0.103 for light holes [7]. A common
approximation for the CZT band structure is to consider the structure of the
two binary semiconductors (CdTe and ZnTe) and made a linear approximation
of the two characteristic, this technique is called virtual crystal approximation
[5]. However this approximation is not very effective in the definition of the
relationship between band gap and composition, in fact from this calculation,
the dependence of Eg from the composition should be linear. In practice, it is
always found to have a quadratic curvature. The coefficient of the quadratic
term is the bowing parameter, and it is commonly associated with short-range
disorder [6]. In table 2.1 some CdTe electronic constant are listed, those values
can be used for CZT especially when the Zn content is near 0.1.
2.1.3 Defects and dopant impurities in CZT
A semiconductor crystal is often assumed to be a perfect periodic structure of
atoms, real semiconductors however encounter many deviations from the ideal
case. The most common deviation types are foreign impurities and structural
defects. The use of semiconductor crystals in high tech applications implies
a deep study and a strong control on lattice disorder. The number and type
of defects present in the lattice structure influence the optical and electrical
properties of the material. Those properties in fact depend on the localized
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2.1. CdZnTe properties
Table 2.1: Principal electronic properties of CdTe and ZnTe
CZT electronic characteristics
Electronic effective mass: m∗e/m0 0.11m0 (CdTe)
0.15m0 (ZnTe) [10]
Light hole effective mass: m∗lh/m0 0.103m0 (CdTe)
0.154m0 (ZnTe) [7]
Heavy hole effective mass: m∗hh/m0 0.7m0 (CdTe)
0.63m0 (ZnTe) [7]
∆E between L and Γ in the conduction band (eV) 0.29 10−4 T (CdTe)
defect in the forbidden gap. The presence of extended defects, like dislocations,
and their movement have instead influence on the mechanical properties [13].
A deep understanding of the role of dislocations on the crystal properties is
very important, in fact it is extremely challenging to obtain a dislocation-free
crystal. The causes that lead to the creation of dislocations are many, i.e.
the collapse of point defects or the high thermal gradient at the solid-liquid
interface. Seitz realized a complete classification of defects in 1952 [14] and it
counts nine different kinds of defects. Here only the ones who have relevance
on the crystal and device quality will be listed.
Point defects
Point defects can be grouped in:
• Intrinsic point defects: this group includes interstitials, vacancies and
antisites
• Impurities: atoms that do not belong to the lattice, they usually act as
dopants
• Combination of intrinsic point defects with impurities
In an undoped crystal the only charge carriers are electrons and holes present
in the crystal structure. Those carriers fix the filling of the energy levels, but
are not adding any additional level. On the contrary, new levels are formed
whenever a perturbation in the lattice periodicity is present, those levels may
be caused by a vacancy (vacant atom sites) or interstitial (atoms occupying
sites which are normally vacant). The presence of these defects, the so called
Frenkel defects, originates a set of discrete levels in the energy gap between
the valence and the conduction band. In an undoped CZT crystal, the major-
ity of defects is Frenkel kind and concerns Cd vacancies and interstitials. Cd
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Table 2.2: Behavior of dopants in CZT, according to their group
Substituted atom Group of the dopants
I II III IV V VI VII
CdII A(1) - D(1) D(2)
TeV I A(2) A(1) - D(1)
vacancies (VCd) can give two acceptors levels, V −Cd and V
2−
Cd , localized in the
forbidden gap, they originate from the reactions:
VCd + e
− → V −Cd
V −Cd + e
− → V 2−Cd
Similarly, Cd interstitial creates two donor levels:
Cdi → Cd+i + e−
Cd+i → Cd2+i + e−
Another important defect, that strongly influences the electrical properties
of the material, is Te antisite (TeCd). This defect is formed by Te occupying a
Cd position in the lattice. TeCd is responsible of the mid gap level that, acting
as a trap, is commonly assumed to be the reason of the high resistivity of CZT
ingots. A completely different subject is the dopant impurities. Those atoms
are intentionally introduced in the material in order to change the electrical
properties. Dopants have the same behavior as structural defects, they intro-
duce one or more levels in the band gap. In table 2.2 is shown the behavior of
dopants for CZT, some of them replace Cd atoms, while others Te atoms.
The number between the brackets represents the number of levels generated
for every dopant. For CZT dopants belong to group III and VII. Some common
donor dopants are:
• Cl: substituent on Te, gives the donor level:
ClTe → Cl+Te + e−
• In: substituent on Cd originates as well a donor level, via the reaction:
InCd → In+Cd + e−
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The third defect type is the combination of structural defects and dopants.
In CZT Cadmium vacancies are often bounded to donor impurities, among all
the possible combination the A center is the most famous and most important
one. The A center is formed by a cadmium vacancy ionized two times and a
ionized donor ( V Cd2− and X+, being X a general dopant). A-center plays a
main role in the auto-compensation theory, it origins a deep acceptor level that
compensate the donor levels present in the material due to thermodynamics
reasons.
Dislocations
Dislocations are present in CZT crystals as the result of several processes. One
cause of formation is the collapse of point defects after cooling down (climb
dislocations). Dislocations can also origin from thermoelastic stress relaxation
due to large axial and radial thermal gradient at the solidus-liquidus interface
during the crystal growth. This is the main dislocation formation process in
CZT ingots grown by the Bridgman technique. This dislocations are moving
along favorite directions in the crystal (glide dislocations). Inhomogeneities in
the crystal composition can cause plastic deformation and hence origin disloca-
tions. Dislocations are responsible of the formation of subgrain boundaries, in
fact they are moving to form dislocation aggregates and then subgrain bound-
aries. Dislocations are most commonly found in crystal parts where the lattice
deformation is higher: top and bottom of the ingots, due to a higher presence
of impurities or precipitates. It's proved the relation between the dislocation
formation and the lattice disorder. The presence of dislocation is alo connected
to the presence of Te precipitates. Anyway, the dislocations generated by Te
precipitates are just a small part. Dislocation are commonly studied using
chemical etching solutions, X-ray topography, cathodoluminescence or a IR
microscopy (dislocations originate birefringence in the crystal [20]).
Tellurium precipitates and inclusions
Te precipitates are a secondary phase formed in the CZT matrix in high tem-
perature conditions. They originate from point defects clustering in the ma-
trix. The principal point defects involved are Cd vacancies and Te interstitial.
During the crystal growth, the temperature decreases and the Te solubility di-
minishes leading to the formation of precipitates. The size and distribution of
Te precipitates vary considerably with the growth technique and the thermal
gradient. The dimension of the inclusions is in the range between a few mi-
crometers up to 50 µm [34]. From IR measurements it has been proved that Te
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precipitates are usually associated with the presence of extended defects such
as dislocations or grain boundaries. Extended defects act as nucleation points,
this behavior leads to the formation of Te decorated defects. The presence of
Te inclusions is instead due to instability near the solid-liquid interface. At the
interface some Te rich droplets are present, during the growth the interface is
moving and the droplets are incorporated in the solidus. Their size is bigger
then the one of precipitates, and can reach tens of microns.
2.1.4 Compensation
For the application of CZT crystals as radiation detector material a high resis-
tivity (higher then 109 Ω·cm) is required. The electrical characteristics of the
crystals can be varied to fit the specific applications by changing the dopant
type and concentration and by controlling the presence of intrinsic and ex-
trinsic defects. The introduction of a dopant leads to the formation of levels
and complexes. Those levels tend to compensate the material, in fact the ex-
cess of Te implies the presence of Cd vacancies. Ionized and doubly ionized
Cd vacancies creates shallow acceptor levels in the forbidden gap that have to
be compensated by the introduction of a proper dopant. Looking at the most
common donor dopants in CZT (Cl and In), they behave almost in the same
way, forming two shallow donor levels that don't differ much from each other.
The former compensation theory was based on the autocompensation between
the donor and acceptors levels. The two principal defects levels involved in
the generation of the high resistivity were: for the donor the X+, formed by
a generic donor dopant X, and for the acceptors the V −Cd and the complex
(V 2−Cd , X
+). Now this model has been discarded and it's commonly accepted
the modified compensation model proposed by Fiederle et al. [15], considering
however that also the model proposed by Fiederle is not completely accepted.
Some discussions are opened about the concentration of the mid gap level.
The scheme of the band gap of CdTe or CZT crystals now the role of a near
mid gap deep level is crucial in the obtaining of high resistivity material(figure
2.5), VCd plays now only a secondary, but necessary, role in the compensation
mechanism. The mid gap level is pinning the Fermi level at the center of the
forbidden gap. The nature of this level is mostly accepted to be Te antisite,
TeCd, but an absolute identification of this level is still not obtained.
2.1.5 Crystal growth of CZT
The realization of CZT based radiation detectors implies some critical steps.
Usually problems arise in the growth of a high resistivity single crystal of a
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Figure 2.5: The energy gap schema for CdTe:Cl proposed by Fiederle [15]
sufficiently good quality, in order to ensure high efficiency radiation detection.
Cutting and polishing are also critical points. The goal is to obtain a single
crystal ingot, ideally free from extended defects and with high resistivity, in
order to maximize the quantity of material that can be used to realize radia-
tion detectors. For the realization of CZT ingots, many techniques were tried,
with alternate success. High resistivity CZT is most often grown through the
Bridgman technique. It is a normal solidification growth technique from the
melt. The ampoule moves along the growth axis inside the furnace, where a
temperature gradient is set, or, alternatively, the ampule is steady and the fur-
nace is moving. Inside the ampule, the starting material lies inside a crucible,
the shape of the crucible is expressly studied for a single starting point solid-
ification, in order to reduce the polycrystalline part of the ingot. The Bridg-
man technique exists in various configurations: vertical Bridgman or horizontal
Bridgman, depending on the direction of the growth axis; high pressure or low
pressure Bridgman. An interesting variation of this technique is the normal
gradient freeze, it consists of a modified Bridgman where a steady ampoule is
positioned in a variating temperature gradient. Fundamental components of
a Bridgman furnace are plotted in figure 2.6. The ampoule is moving along
the growth axis, z axis, surrounded by the furnace wall, crossing the thermal
gradient. Choosing the proper crucible is fundamental on the ingot quality,
in fact it can be the cause of contaminations (for example it is well known
that quartz releases oxygen at high temperature [16]). The crucible size, for
CZT growth for research purposes, is usually 2-4 inches in diameter, but some
companies are able to grow ingots with diameters up to 8 inches. One common
feature of the growth of CZT with the Bridgman technique is the presence of Te
precipitates and inclusions. The formation of this separate phase is caused by
the decrease of the Te solubility related to the temperature reduction and the
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Figure 2.6: Scheme of a Bridgman furnace
contemporaneous evaporation of cadmium at the growth temperature, 1100 ◦C
for Zn=0.1. Spatial distribution of Te inclusions can be disperse or segregated
along dislocations or grain boundaries. The two distributions have different ef-
fects on the detector properties. In the first case Te inclusions are known to be
effective on the charge collection, but have negligible effects on the electrical
characteristics. Inclusions segregated along grain boundaries are, otherwise,
responsible for the increase of leakage currents, creating lines along the mate-
rial with lower resistivity with respect of the bulk. This is the reason why, Te
inclusions and their effect on the detector performances are so deeply studied
and a lot of efforts have been done to reduce the number and the size of the
inclusions.
2.1.6 Modified vertical Bridgman technique
Boron encapsulated vertical Bridgman
Crystal growth a CdZnTe ingots at the IMEM-CNR is performed using an
innovative Bridgman technique developed in the institute. The technique is
basically a vertical Bridgman where the ampoule is not sealed, but the loss
of the elements is avoided using an encapsulant (B2O3). In order to obtain
high quality crystals, CdZnTe is synthesized starting from high purity ele-
ments (7N). Direct synthesis of the elements is carried out in high pressure
(20-40 atm) of inert gas, all the elements are encapsulated in B2O3 [17]. The
encapsulation helps to maintain the stoichiometry between the elements. Syn-
thesis is performed in a quartz or Pyrolytic Boron Nitride (PBN) crucible, the
elements are covered by solid boron oxide. The melting of B2O3 results in a
complete encapsulation of the elements, the oxide can be easily removed using
de-mineralized water. The synthesized material is then charged in a quartz
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Figure 2.7: Scheme of the Bridgman furnace used at IMEM [18]
ampoule, located in the upper part of the furnace [18]. The furnace currently
used at IMEM is set for the growth of ingots up to 3 inches, the crystal size is
usually 2 inches. The furnace has three temperature zones, as shown in figure
2.7 with a thermal gradient of 10 ◦C/cm at the growth interface. The ampoule
is then moved along the gradient axis with a speed of 1-2 mm/h toward the
cold part of the furnace.
The ampoule is not sealed, contrary to the usual Bridgman technique, be-
cause the charge is protected by the melted boron oxide (the melting tempera-
ture of boron oxide occurs approximately at 550 ◦C). This avoids the presence
of impurities due to the ampoule sealing procedure. The adhesion of B2O3 in
the charge surface is produced by means of a moderate pressure (5-10 atm)
of inert gas. Beside the higher purity provided by the boron encapsulation,
an additional control on the stoichiometry is added by the restriction of free
volume during the growth. The boron encapsulation also prevents the contact
between the ampoule and the ingot. It's proved that the B2O3 is forming a thin
molten layer that surrounds completely the charge as schematically illustrated
in figure 2.8.
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Figure 2.8: Effect of the boron encapsulation during the crystal growth
Low pressure vertical Bridgman
The standard low pressure vertical Bridgman technique has been also carried
out at IMEM. The furnace is the same used for the Boron oxide encapsulated
Bridgman growth, shown in figure 2.7, the main difference consists in the
absence of Boron oxide during the entire process (synthesis and growth). The
quartz ampoule in this case is sealed. The growth is preformed in low pressure
of inert gas. All other parameters (growth velocity and temperature, etc) are
identical to the Boron encapsulation case. The crystals grown with the low
pressure Bridgman show a good crystal quality, with large single crystal grains
2.9.
Figure 2.9: CZT slab grown without the Boron encapsulation
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Material and device characterization
3.1 Device preparation
3.1.1 Cutting and polishing
The 2 inches ingots grown at IMEM institute are cut into wafers (perpen-
dicular to the growth axis) or slabs (parallel to the growth axis), depending
on the measurements that are going to be done on the samples. Several in-
gots were first cut longitudinally and then on one half was cut perpendicular
to the growth axis in order to have both characterizations performed on the
same crystal. The cutting process is ideally a trivial procedure, but indeed it
represents one of the critical steps in the realization of CZT devices. Every
cut is in fact produces several damages that may have a large influence on the
performances of the sample as a radiation detector. For the cutting it's used a
diamond wire saw. This South Bay Tech. machine allows a regulation of the
weight to be applied on the wire, so that an extremely soft cut is possible.
The samples used for the characterization of the ingots have usually areas of
7 mm x 7 mm, so that many devices can be obtained from a single wafer. The
samples are then polished. At IMEM polishing can be performed in two ways:
with semi-automatic procedure, that is commonly used only when a small
amount of material is available, and with the automatic polishing machine.
The semiautomatic technique consists of a rotating support where sandpapers
with different grains are mounted. The support is equipped with a water sup-
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plier in order to have a better lubrication on the sandpaper. The selection of
the grain size is committed to the user sensibility, however at IMEM we have
developed a sort of standard procedure that is working fine with CZT samples.
The first paper has a relatively large grain (p2500). The aim of this first stage
is to remove a large layer of material in order to eliminate the cutting damaged
region (usually 500 µm). The second paper has a p4000 grain SiC sandpaper.
All the sandpaper sheets are lubricated with water. After the lapping, the pol-
ishing procedure starts. The sandpaper is replaced by polishing cloths. A set
of abrasive diamond paste is used with diameters ranging from 3µm down to
0.1 µm. Instead of water a oily solution is used as lubrication. The automatic
polishing machine functioning can be divided in two parts: a first polishing
part, that consists in the removal of the cutting damaged layer, a p1000 sand-
paper is used. The second part uses a combination of mechanical and chemical
polishing. The automatic process requires a large number of samples in order
to guarantee a homogeneous polishing. The entire process requires a couple of
days for the two sides of the samples. The samples are then cleaned with three
hot solvents: toluene, isopropanol and acetone.
3.1.2 Contact deposition
The development of a reproducible and high performance contact deposi-
tion technique has encountered some difficulties. The main problems are con-
nected with CZT characteristics. CZT is fragile, especially near the edges, and
a particular care especially with those techniques, like photolithography, that
requires contact between the sample and the mask, with a consequent pressure
on the sample. Moreover it's well known the poor adhesion of metals on the
CZT surface. This limit can not be overcome with a thermal annealing, as
it's usually done, because of the change of CZT properties with temperatures
higher then 150 ◦C. In order to have a smooth surface the samples are etched
with two Br based solutions: Br(2%)-methanol and Br(2%)-Lactic acid-Ethilen
Glycol. The first etching solution has a higher etching rate, but leaves a Te
excess on the surface [35]. Te quikly oxidise leaving a conductive Te oxide layer
(TeO2) [36] on the surface. The second etching solution removes the Te excess
on the surface reducing the leakage currents.
Surface passivation
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The reduction of surface currents is a main concern in the detector fab-
rication. Several solutions have been proposed in the literature, almost every
solution is united by the presence of H2O2 as oxidizing agent [39, 35]. For the
realization of our devices the solution proposed by [40] has been chosen. The
solution of NH4F + H2O2 has been tested with different oxidation times and
it has been decided that a 7 minutes oxidation time is enough to ensure a
reduction in the surface currents. After accurate IV measurements [55], it is
evident that the detectors prepared on the oxidized surfaces show i) a reduc-
tion of the dark current by a factor of two, more evident at forward bias, and
ii) a better symmetry of the I-V curves with respect to those prepared on the
non-oxidized surfaces. The reduction of leakage currents can be ascribed to
the increase of the surface resistance as a consequence of the oxide formation.
The improved symmetry, that is evident by comparing the oxidized and non-
oxidized thermally evaporated contacts,is a consequence of the increase of the
surface stability [55].In fact, the contact evaporation is carried out at different
times on the two side of the sample. The oxide layer formed by NH4F-based
etching was studied by optical ellipsometry by using a variable angle spectro-
scopic ellipsometer working in the range 200-1700 nm. The measured refractive
index for the layer is compatible with that of an oxide resulting as a mixture
of ZnO, TeO2 and CdO ( n=2.2 and n=2.5 at 1500 nm, respectively [56]).
The passivation procedure can be performed on the sample before or after
the contact deposition, it has been tested that the oxidizing solution does not
affects or removes the metal layer. The two configurations completely change
the metal-CZT interface: in one case the metal is in direct contact with CZT,
in the second an oxide layer is present between the two.
Thermal evaporation gold contact deposition
Contact deposition using the thermal evaporation is performed in a ultra-
high vacuum chamber. The samples are mounted in the chamber and then
a primary vacuum is obtained using a zeolites pump (the average vacuum is
10−3 mbar). The secondary vacuum is achieved with a cryopump, at this stage
the vacuum is ≈ 10 −9 torr. The gold charge is positioned on a molybdenum
melting pot and then evaporated by Joule effect. The vacuum chamber is
equipped with a in-situ controlling system of the deposited layer. For CZT
samples a 750 Ålayer of gold is deposited. Every contact geometry can be
transferred on the sample surface by means of photolithography or mechanical
masks. Mechanical masks allow only simple geometries and the resolution of
the edges is quite poor with respect of other techniques. Photolithography can
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instead be applied to any desired contact shape. The equipment present at
IMEM uses a UV light to impress the photoresist ( a polymeric material that
changes its molecular weight after the exposition to the UV light). The masks
can be made of quartz or polyacetate, this second type has a worst resolution
but it's useful when a complex geometry of the contacts is not a must.
Gold electroless deposition
A very fast contact deposition technique is the electroless deposition. This
technique does not require the ultra-high vacuum, in fact it works on the basis
of chemical reactions between the sample surface and the metal solution. For
the deposition of gold an aqueous solution of AuCl3 in prepared, analogous
solutions can be done for the deposition of Pt and Pd. Some drops of solutions
are deposited on the surface or the sample itself is dipped in the solution.
After 1 minute the reaction reach the maximum thickness and the sample
is washed with DI water. The deposition time changes with different metals
[38]. The main limitation of this technique consists in the poor control on the
deposited thickness and the fact that it's hard to obtain a thickness higher
then 600 Å[38]. Beside the fact that electroless deposition is an extremely
versatile technique that can be used with several metals and can be coupled
with photolithography, it shown a main advantage on the thermal evaporation,
it has a better adhesion. The poor adhesion is in fact the factor that nowadays
represents the main limit for the detector contact technology, in fact because
of the adhesion the bonding procedure is challenging for metal deposition on
CZT and the use of conductive paste is almost a must.
3.2 PL mapping of CZT ingots
3.2.1 Optical properties of CZT
Photoluminescence (PL) is a non-destructive optical technique that pro-
vides useful information in the characterization of semiconductor materials.
The photoluminescence process consists in the emission of radiation by a ma-
terial, in this case a semiconductor, irradiated with a light source. The emission
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of radiation is due to radiative recombination path of photo-excited electron-
hole pairs. Through the analysis of the luminescence spectrum as a function of
different parameters (temperature, excitation energy or intensity, etc.) several
informations on the material quality can be obtained. The success of pho-
toluminescence is basically due to the advantages it has on other technique.
It is a non destructive technique and only small quantities of material are
needed. It does not require any particular preparation of the sample. It's pos-
sible to detect the presence of impurities even at very low concentration. It can
give a fast characterization, if a quantitative analysis is needed. PL has also
some disadvantages. First, it's not easy to obtain quantitative informations on
the doping intensity or the impurity concentration. Moreover it only provides
informations on the radiative transitions and it's not a bulk technique, the in-
formations obtained are related only to the surface layers. The plot illustrating
the radiative intensity (I) emitted by a semiconductor excited by a radiative
source versus the frequency (υ) is the photoluminescence spectra.
Radiative and non radiative recombination
Optical transitions in direct band gap semiconductors are divided into ra-
diative and non radiative recombinations. This two phenomena are competi-
tive, thus the probability that one charge carrier pair in a excited state undergo
one of the two events is related to the live time of radiative recombination Tr,
the average time when the carrier exist in the excited state before radiative
recombination occurs, and the live time of not radiative recombination Tnr,
the same but for not radiative events. Radiative recombination is present in a
spectrum originating a peak. The radiative efficiency in a semiconductor mate-
rial is given by the quantity η, the internal quantic efficiency for the generation
of photons:
η =
1
Tr
1
Tr
+ 1
Tnr
(3.1)
Non radiative events may occur with different events like Auger processes
or recombination with emission of a phonon. It is clear that, despite many
qualities that make the PL a particularly suitable technique for a fast study of
the material, PL only provides informations on the radiative transitions. Non
radiative events have only indirect effect on the spectrum and can be studied
by looking at the quantum efficiency.
Basic relations between optical constants:
33
3.2. PL mapping of CZT ingots
n(E) =
√
1
2
(i(E) +
√
i(E) + r(E)) (3.2)
k(E) =
i(E)
2n(E)
(3.3)
α(E) =
E
cηn(E)
i(E) (3.4)
R(E) =
(n(E)− 1)2 + k(E)2
(n(E) + 1)2 + k(E)2
(3.5)
i and r are the imaginary and real part of the complex dielectric function
k and n are the real and imaginary part of the complex refraction index
α is the absorption coefficient
R is the refraction coefficient
LO Phonon coupling
CdZnTe, as others II-VI semiconductor, has a strong electron-phonon inter-
action. The electron-phonon interaction can lead to the simultaneous emission
of one or more phonons, giving replicas or satellite of the main recombination
peak in the PL spectrum displaced by the energies of the relevant phonon.
Strong phonon coupling can lead to the observation of multiple order of phonon
replicas. In CZT, the direct electron-phonon interaction is dominated by the
longitudinal optical (LO) mode because of the associated polarization fields.
Transverse optical (TO) are normally not observed in CZT PL spectra. In
the first order approximation the probability of electron recombination and n
phonon emission is given by:
Pn = e
−sSn
n!
(3.6)
where S is the Huang-Rhys factor. This factor describes the strength of
the electron-phonon interaction, representing the average number of phonon
involved [24]. In CdTe the LO Phonon can couple with Huang-Rhys factor
up to S= 3, 4. Since the distribution of replica intensities is not monotonous
for S>1 the maximum PL intensity is not found for the zero phonon line for
strong electron-phonon coupling constant. Considering a defect complex with
a center of inversion, the quadratic distribution will be:
In ≈ 2n!
22n(l!)2
S ′2n (3.7)
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where In is the intensity of the n-th phonon replica.
S', the interaction strength, is a parameter. S' value is always less than 1,
being the replicas intensities monotonously decreasing. In CdTe and as well in
CZT, the individual LO Phonon replicas are separated by 21 meV [19].
Intrinsic transitions
Free excitons
A free hole in the valence band and a free electron in the conduction band
are subject of a Coulomb interaction that forces the pair to act a composite
particle called exciton. The energy states of the free exciton can be described
by :
Ex = Eg − 2pi
2m∗rq
4
h22n2
(3.8)
Where  is the dielectric constant Eg is the band gap energy and m∗r is the
reduced effective mass of the electron-hole pair. m∗r is given by:
1
m∗r
=
1
m∗e
+
1
m∗h
(3.9)
The ground state is represented in equation 3.8 for n = 1, a series of peaks
occurs at energies given by the number n (n = 2 represents the first excited
state and so on). In CZT the binding energy of the free exciton is 10.8 meV [20].
The value for CdTe is about 10 meV and 13 meV for ZnTe [19]. In some high
quality CZT the second excited state of free excitons has been observed, high
order excited states merge into the conduction band due to the free exciton
kinetic state.
Band to band transition
In direct band gap semiconductors, for a first approximation, band to band
transitions don't change the wave vector k of the electron or hole involved in the
transition. The starting state in the valence band and the arrival in conduction
band are characterized by the same vector in the reciprocal space. Assuming
the moment p slowly changing with k and assuming pmo(k) ≈ pmo(k = 0), the
absorption coefficient direct band to band transitions is given by:
α(x) = A
√
E − Eg (3.10)
Where A is:
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A =
2pi2e2
∑
v.b.(2m
∗
r)
3/2 |p2m0|
3m20n0ch
3υ
(3.11)
The summation is necessary because of the degeneracy of the heavy and light
holes band in k = 0
Extrinsic transitions
Bound excitons
When excitons are near a defect, the defect can either increase or decrease
the biding energy of the exciton. When the effect of the defect is to decrease
the total energy of the exciton, it will be trapped about the defect, leading
to the formation of a bound exciton. This complex exists as a neutral defect.
Since the bound exciton as no degree of freedom, the mean free path is very
small, because usually recombination occurs. Bound excitons give rise to an
emission at lower energy then that of the free excitons. The bound exciton
emission line is narrower than the one showing the free exciton because of a
higher localization. The typical energy of a donor bound exciton (D0, X) is
4meV and for a exciton bound to a neutral acceptor (A0, X) is between 6 and
16 meV [22, 23].In CZT excitons bound to donors and acceptors exhibit peak
just below the free excitons emission line.
Bound to free
Bound to free transition occurs between acceptor and donor or between
valence and conductance band. The energy balance must include the kinetic
energy of a free electron/hole.
DAP recombination
CZT may contain both acceptor and donor impurities, these donors and
acceptors can form pairs (DAP ) and act as molecules embedded in the host
crystal. The Coulomb interaction between the impurities will have an influence
on the binding energy of the isolated impurities. This transition involves the
transfer of electron between bound states of a donor and acceptor pair. The
∆E is given by:
∆(E) = Eg − (ED − EA) + e
2
4piRDA
(3.12)
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RDA is the distance between acceptor and donor. With assumption of ran-
dom donor-acceptor pair distribution, for typical dopant concentration, the
Coulomb term is about several meV. DAP has been often observed in the 1.4-
1.5 eV region of CdTe spectra, a similar behavior is observed in CZT spectra,
especially when Zn molar composition is low.
3.2.2 CZT photoluminescence spectroscopy
The first work that extensively studied the PL in CdTe samples is [69], this
paper is focused on absorption and PL measurement at liquid nitrogen tem-
perature. This work give rise of a number of studies in the 60 and 70 that soon
explored the CdTe response at liquid helium temperature [25]. With this step
most of the transitions known today were first seen and studied. Soon after
also CdZnTe, in many compositions, became an interesting topic for PL study.
A typical 4.2 K spectrum of CdZnTe is shown in figure 3.1. As reported by [20],
for a better understanding and analysis, it's useful to separate the spectrum
in four different regions (figure 3.1).
1. Near band-edge emission: free and bound excitons peak
2. Donor acceptor region: (D,A) transition and its 2 phonon replicas
3. A broad defect band centered at 1.4 eV, called A-center
4. A band centered at 1.1 eV, commonly ascribed in literature as Tellurium
vacancies [20]
The first region contains some interesting information of the low tempera-
ture PL spectrum. The dominant peak is the (D0, X), donor bound exciton.
As reported in [20], in CZT ingots both (A0, X) and (D0, X) peaks can be the
main contribution in the excitons region, the ration between the two peaks
basically depends on the growth technique and the Zn composition.The dom-
inant (A0, X) peak is commonly seen in CdTe spectra and low Zn CZT, e.g.
Cd0.96Zn0.04Te,[20]. The spacing between the two free exciton peaks can be
used to determine the free excitons peak. The (D0, X) peak is located 13 meV
below the band gap energy [21]. From the position of this peak it's possible to
calculate the bandgap position.
This property makes the PL mapping the ultimated technique for the study
of crystal growth. From a deep study of the PL maps it's possible to extract
many useful information about the growth interface and a good understanding
of the growth processes. The energy gap value, and hence the energy gap peak
position, is dependent on the Zn quantity and the temperature. During the PL
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Figure 3.1: The typical 4.2 K spectrum of a CZT sample [21]
Figure 3.2: Near band edge PL spectrum of a CZT sample[60]
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mapping measurement the temperature is controlled and maintained constant,
through the use of a continuous liquid nitrogen flux. The position of the gap is
therefore only dependent on Zn concentration. The DAP region in figure 3.1
show the DAP peak and two phonon replicas. In good quality materials, the
DAP peak is also present, as a shoulder of the bound excitons contribution,
at liquid nitrogen temperature In figure 3.2 the first excited state of the free
excitons is clearly visible, together with the ground state. The presence of these
two peaks is a proof of the good quality of the material.
3.2.3 The PL mapping set up
The PL mapping system must be tailored in order to acquire a sufficient
number of spectra, in order to ensure a good resolution, and, at the same
time, maintain a reasonable duration of the measurement. For this reason fast
equipment is required together with an adequate choice of the measurement
parameters. A PL map is basically a bi-dimensional grid, for simplicity the
xy plane, and for every point of the grid a PL spectrum is acquired. The
spectra can then be processed with the help of a program interfaced with the
acquisition system. The measurement setup used for the PL mapping can be
simplified into 5 blocks, as shown in figure 3.3:
1. The spectrophotometer FTIR (Fourier Transformate Infra Red spectrom-
eter)
2. The laser source, is an Ar laser (λ=512 nm), the laser intensity can be
tuned in the range between few mW up to 700 mW)
3. The cryostat
4. The automatic positioning system (xy stage)
5. The remote elaborating program, it is a commercial system created by
Bruker: Opus 6.5
Spectra acquisition is carried out by spectrophotometer FTIR Bruker IF66.
The functioning of the spectrophotometer is illustrated in 3.4.
The spectra is generated via the interferogram of the IR emission of the
sample, the beam splitter divides the IR signal from the sample into two beams.
Using a time changing optical path difference the two beams are interfering
on each other, this path difference is created using the moving mirror. The
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Figure 3.3: A scheme of the PL mapping set up, highlighting the 5 basic components
Figure 3.4: A scheme of the FTIR spectrophotometer
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Figure 3.5: The emis spectrum resulting from a PL mapping measurement
beam resulting from the interference is then impinging the detector, that which
measures the intensity of the beam creating the interferogram.
The detectors used for the CZT PL measurements are two:
• A InGaAs detector operating between 5800 and 11000 cm−1
• A Silicon (Si) detector operating between 9000 and 15000 cm−1
The cryostat is able to operate at both liquid nitrogen and liquid helium
temperatures, as well as it's set for a heating system. For the PL mapping set up
it's fundamental an automatic movement in the xy plane, the plane where the
sample is lying. The movement range of the xy stage in 5 cm in each direction,
the movement is basically limited by the size of the sample holder-cryostat.
The movement of the xy stage is controlled by the PC, using the Bruker 6.5
program. This program is extremely versatile and offers several tools for the
spectrum analysis, e.g. the peak peaking function or the spectrum integration.
The acquired spectra of the map are all saved in a single file that includes the
emission spectrum, called emis, and the interferogram. In figure 3.5 is shown
a emis spectrum acquired with the Si diode, every calculation is carried out
starting from this spectrum. Every spectrum is positioned sequentially on the
point index axis after the acquisition, for every shift in the xy plane. The other
horizontal axis represent the wavenumber (expressed in cm−1), both the near
band edge emission and the A-center are clearly visible. The vertical axis is
the PL Intensity. Every spectrum represents a point on the sample surface.
Every operation on the emis spectrum generates a new file, called trace. If
several operations are performed on the same spectrum, this will generate a
series of independent files, each one corresponding to a operation performed
on the spectra file. The file resulting from the operation is called trace.
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3.3 Synchrotron White beam X-ray diffraction
topography
X-ray topography (XRT) ([26, 27]) is an indispensable tool in the study of a di-
verse number of important areas in crystal characterization. XRT present some
advantages, that make it a particularly appealing technique for the study of
the structural defects. XRT is a non destructive technique, it does not require
any specific surface treatment or preparation of the sample. The sample size
can vary between a few millimeters up to several centimeters, depending on the
sample-source distance. In X-ray topography the samples are illuminated with
an X-ray beam and images of the diffracted beams are recorded on a X-ray
sensitive film. Two cases are distinguished: the Bragg, or reflection, case and
the Laue, or transmission, case. In the Bragg case the diffracted beam leaves
the crystal trough the entrance surface, in the Laue case, if the absorption is
small enough, the beam is emerging from surface opposite to the entrance one.
All the information are obtained by studying the contrast differences in the
X-ray sensitive film , in fact the topography image is the result of X-ray wave
fields interfering each other inside the sample. For a perfect crystal the topog-
raphy image will then result in a perfectly homogeneous diffraction spot of the
sample. The defects in the crystal are not present as themselves in the image,
but the lattice deformation surrounding the defects produces an intensity vari-
ation (and thus a contrast variation) between the perfect region and the defect
region. The use of a synchrotron radiation instead of a conventional X-ray
source provides high brightness and high intensity (many orders of magnitude
more then common X-ray sources), high natural collimation, widely tunable
in energy with the help of monochromatization, high resolution on the X-ray
film. Synchrotron XRT fits many diffraction geometries.
• Transmission geometry
• Back reflection geometry
• Reflection geometry
• Grazing incidence geometry
The informations obtained vary from geometry to geometry. In figure 3.6
four diffraction geometries are shown. In the reflection (Bragg) geometry the
topographic image highlights the structure of the near-surface region ( usually
from 10 up to 100 µm, depending on the energy of the impinging beam).
In the transmission geometry bulk information are instead present. In fact,
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Figure 3.6: Schematic illustration of the different geometries that are commonly
used in XRT: a) transmission geometry, b) back-reflection geometry,
c)reflection geometry, grazing incidence geometry.
provided the sample has a good crystal quality, a transmitted image can be
recorded through several millimeters in the material. The information that can
be obtained by the XDT include: the distribution of dislocations (most common
defect), the distribution of lattice strains, sub-grain structure (misorientation
angles), the presence of secondary phases and twins. No information can be
obtained about the 0D defects (point defects). When a white (polychromatic)
X-ray beam is impinging the surface of a crystal, many diffracted spots appear
on the X-ray film. The use of a white beam is particularly simple, in fact it's
not necessary to adjust the sample position. Many reflections will fulfill the
reflection condition at the same time. The position of the spots follows the
Bragg equation:
λ = 2dsinθB (3.13)
where λ is the incident wavelength and θB is the Bragg angle. This 2D
diffraction spot constitutes the X-ray topography image. As it was mentioned
before, the understanding of the topographic image formation arise from the
contrast. A detailed analysis of the contrast can be found in many available
resources, Tanner (1975), Bowen and Tanner (1998) or Kato (1996). Two cat-
egories of contrast are distinguished:
• Orientation contrast. Orientation contrast originates when parts of the
sample have different orientation, so that they don't satisfy the Bragg law
and therefore they are not diffracted. The zero intensity area correspond
to the geometrically misoriented part of the sample. For a white radi-
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ation source however different wavelengths are diffracted in differently
oriented regions leading to a displacement of their diffracted image in a
different part of the film. The orientation contrast arises with two main
mechanisms: the misorientation exceeds the divergence of the beam, re-
sulting in a lack of diffraction, or the diffracted beam from two parts of
the crystal takes different directions in the space. In figure 3.7 the two
different mechanisms for a monochromatic and a continuous radiation
are shown. For a monochromatic beam, as explained in example a) the
misorientation exceeds the divergence of the incident X-ray beam, giv-
ing a zero intensity zone. In the second case, b), is shown a diagram in
the case of a continuous radiation, in this case there is a gain or loss of
intensity in the boundary of the misoriented region.
Figure 3.7: The scheme proposed by Tanner [28] for the explanation of the orienta-
tion contrast. In a) is shown the behavior of a monochromatic beam, in
b) the case of a white beam
• Extinction contrast. This contrast origins from a difference in scattering
power near the defect with respect of that of the perfect crystal. Extinc-
tion contrast is described by means of kinematical or dynamical theories
of X-ray diffraction. There are three types of contrast, that are schemat-
ically represented in figure 3.8 by Tanner. The image is divided in two
cases: a large strain gradient (figure a)) or a small strain gradient (figure
b)). For a specific wavelength the reflecting range of a perfect crystal
is very small, the peak reflectivity is close to 100% and the scattering
power is proportional to the structure amplitude of the Bragg reflection
|F | . For an imperfect part of the crystal the reflecting range is broader,
the reflectivity is less than 100% but the integrated reflectivity is pro-
portional to |F |2. There are three kind of extinction contrast, in figure
3.8 a) it's shown the mechanism of their formation. The direct image,
shown in the picture as 1, is the result of the diffraction of x-rays that
don't satisfy the Bragg condition in the perfect crystal. The formation of
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Figure 3.8: Extinction contrast, image by Tanner [28]. Two cases are studied: a)
when the strain field gradient is high, and b) when the strain field gra-
dient is low
a direct image is the most common mechanism [28] and it's characterized
by an enhanced intensity that appear darker with respect to the perfect
crystal. The dynamical image, indicated as 2, is formed by the change of
intensity in the Bloch wavefields propagating through the perfect crystal,
it is most commonly seen in high absorption conditions. The intermedi-
ary image, number 3, is formed by the interference by those wavefields
and the new wavefields originating at the defect, it is seen in conditions
of moderate absorption and small inclination of the defects. It provides
informations on the structure factor.
3.3.1 CZT White Beam X-ray Diffraction Topography
CZT ingots are commonly affected by the presence of defects. Some of them
have a severe influence on the detector performances, and thus it's necessary
to find a way to remove them. Other defects don't affect the properties and
detector response in such a heavy way and thus can be tolerated, provided
that the concentration is low. The most common defects in CZT ingots can
be seen by the white beam X-ray diffraction topography (WXDT) analyzing
the orientation and extinction contrast of the images. WXDT is an extremely
useful tool for the characterization of the devices. The material is cut in slices
or slabs and then the samples are obtained by cutting the wafer into parts of
the suited dimensions. The selection of a good or bad part on a wafer is
crucial for the device properties. Some defects can be seen by naked eye and
then avoided during the cutting process, like twins and grains with different
orientation. Other defects are instead impossible to be detected without a
topography image. A WXDT image can give information on
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Figure 3.9: Grain boundaries in a CZT sample
• 1 dimensional defects: such as dislocations (that are also the most com-
mon defect)
• 2 dimensional defects: grain boundaries, twin boundaries. It's important
to underline that this kind of defect can be easily detected by watching
the surface only if the misorientation is high. For low angles the topog-
raphy image is necessary
• 3 dimensional defects: inclusions and precipitates. Point defects are not
visible in WXDT, but when they cluster to form a precipitate or inclusion
they give a characteristic contrast image. They can appear dark or bright
depending on the absorption condition of the measurement and on the
position of the precipitates (close or far from the entrance surface). Those
defects are also very common in CZT ingots
No information is obtained on point defects (0 dimensional defects). From
the WXDT a lot of information can be extracted, to determine the crystalline
quality of a CZT ingot. Grain boundaries and twins are well known defects
affecting the growth of CZT, despite all the efforts performed for limiting
the presence of such defects, so far it is still impossible to obtain an entire
ingot completely free of defects. In figure 3.9 grain boundaries are present.
As expected from the orientation contrast theory, the region with a different
orientation appears white in the image, being the result of a lack of diffraction.
A clear effect of the extinction contrast in a topography image is present in
figure 3.10 The dark lines are a network of dislocations.
3.3.2 White Beam X-ray Diffraction Topography set up
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Figure 3.10: Dislocation walls, WXDT on a CZT sample
Figure 3.11: Side picture of the WXDT beamline hutch, the letter A indicates the
sample holder, the letter B indicates the position of the X-ray film. The
beam is impinging from the right side of the image on the right
TheWXDTmeasurement were performed in the Brookhaven National Lab-
oratory (BNL), Upton, NY. The National Synchrotron Light Source (NSLS) is
a research facility in BNL, the accelerator is producing synchrotron light from
the UV range up to the X-ray range (100KeV). The beamline equipped for
the WXDT has a spectral range up to 35 KeV, the beam is white, in order to
avoid the sample alignment necessary when the beam is monochromatic. The
source size is small: 300µm x 100µm.
The hutch is quite large, so it's possible to have a distance of 25 m between
the source and the specimen. All the measurement were done in reflection
geometry. The beam is impinging the surface of the sample and then is reflected
on a X-ray sensitive film. The sample size can vary between few mm and 4 cm.
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The sample size is basically limited only by a lead slit (it is present in figure
3.11) that is positioned before the sample, the purpose of the slit is to avoid
uncontrolled reflections by the objects present in the hutch. In figure 3.11 are
shown two pictures of the WXDT set up. The first picture is a side image:
the beam is impinging from the left side. In the picture are shown the sample
holder and the X-ray film holder. The second image shows the direction of the
beam, the sample position and the film holder. The beam needs to be shaped
in order to have almost the sample size, this is necessary to obtain a better
contrast in the spots.
3.4 IR Microscopy
High resistivity in CZT crystals is usually obtained by contemporary doping
with group-III or VII elements and using Tellurium deviated charge [18]. The
latter condition is responsible for the presence in the crystals of a large number
of Tellurium inclusions. These can be incorporated at the growing interface or
can be formed during cooling as a result of the retrograde behavior of the
liquidus curve [29]. Unfortunately, inclusions severely limit the performances
of CdZnTe-based detectors, particularly in the case of imaging devices [33].
Te inclusions are responsible of a considerable charge loss in the CZT based
detectors. In fact inclusions act as traps for electrons and it has been calcu-
lated to represent the 10% of the lost charge [32]. In a recent work [33] it has
been estimated the total number of inclusions and the maximum size allowed
before the detector properties are compromised. Te inclusion presence can be
revealed by means of different techniques. One of them consists of the deter-
mination of equilibrium vapor pressure of samples at high temperature: if the
Tellurium phase is present, the total pressure is dominated by Tellurium par-
tial vapor pressure and the overall stoichiometry deviation can be determined
[61] and [62]. However, every information on dimensions and distributions of
the inclusions is lost. Inclusions can be revealed also by optical transmission in
the near-infrared. Tellurium and Cadmium inclusions are actually opaque in
the infrared, in the transparent region of the material. A relation between the
infrared extinction spectra and inclusion density was found [63]. However, this
technique suffers the same from limitation as that of the latter. The study of
the contrast in the IR image provides informations on the concentration and
size of Te or Cd inclusions [29]. To determinate the concentration of inclu-
sions is not an easy task. The scanned area is limited by the field depth of the
microscope, that is determined by the magnification. The field depth is much
narrower than the sample thickness (usually some millimeters), so only a layer
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of the sample will be on focus in the final image. The numerical aperture of
the objective lens, that depends on the constructor parameters, is related to
the depth of field (P) with the formula:
P =
nλ
2NA2
(3.14)
where n is the refraction index of the material and λ is the wavelength of the
radiation. In order to overcome this limitation a number of image processing
tools have been developed; the aim is to reconstruct the entire thickness of the
sample by taking a set of picture at different depths. The final picture is com-
monly called collapsed image or extended depth of field[30]. While calculating
the number of pictures necessary for a good image the refraction index of the
material should be taken into account, in fact considering a movement Z
′
of
the sample results in an effective movement Z given by:
Z = nZ
′
(3.15)
The collapsed image is able to provide an image of the entire thickness
but is still affected by some limitations. It is not possible to distinguish two
inclusions in the same position but at different depths, in this case only one
inclusion will be counted (the concentration is always affected by deficiency).
The second limitation is the loss of the 3D position of the inclusion. With the
extended focus the pictures representing all the layers are in fact added to
form one single picture that is the sum of all the depth. The inclusions can be
identified with dimensions down to 1 µm.
3.4.1 IR Microscopy set up
At Brookhaven National Laboratory two IR microscopy systems are used: one
is dedicated to the acquisition of large images, the other is used for the calcu-
lation of size and concentration of Te inclusions. For the large images,a Nikon
optical microscope is used, equipped with an automatic x-y-z movement sys-
tem (3.12 part b)). For the acquisition of near IR images the microscope has
been equipped with a Si camera connected to the PC. The Si camera is suited
for the detection of Te inclusions in CZT and CdTe, for different materials
a different camera should be chosen. A commercial software is used for the
image processing: the creation of a large area picture, as well as a scan in the
Z axis (perpendicular to the sample surfaces are all controlled and managed
by the software. This instrument is able to use the limited field depth, that is
an intrinsic characteristic of the microscope, for the creation of a 3D image of
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Figure 3.12: Scheme of the operation of a IR microscope. Na is the numeric aperture
and d is the field depth (or axial resolution) [32].
the sample: several images are acquired at different depth and then combined
to form the final 3D image
In figure 3.12 a) the basics of the IR microscope functioning are shown. The
direction of the z axis is shown, the movement in that direction is automatically
controlled. A set of picture are acquired, each of them scans a depth indicated
as d in the image. Every picture contains a part (d) on focus and the rest
results as fuzzy. Using a specific software it is possible to extract from the
picture just the focus part and discard all the parts out of focus. The final
image is a 3D map of the sample pointing out the spatial position of every
inclusion. It is possible to decide for every measurement the required number
of images necessary for the 3D imaging, provided that the sample thickness,
the objective lens and the material refraction index are given. The system for
the analysis of the Te inclusion density and size distribution is a optical bench
composed by: A) the light source (a Edmund MI150 fiber optic illuminator),
B) the sample holder with an automatic translator stage, C) the objective lens
(usually a 5x magnification lens is used) and D) the CCD camera, connected to
the PC, the resolution of the camera is 1 µm. The images are processed using a
specific IDL routine. The contrast of the IR picture is analyzed and then using
the reverse map (the lack of transmitted light produced by the Te inclusion
correspond to a maximum in the reverse map) the size and concentration is
calculated. The IDL routine is able to discard the contribution of the surface
features, as scratches, that also produce dark spots in the image by selecting
events with a circular shape in the x-y projection. The event selection can be
tuned manually, in order to have the control on the selection of every feature.
A set of images in the z axis (perpendicular to the sample surfaces) is
acquired and then elaborated in the same spot, for the 5x magnification lens
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Figure 3.13: Optical bench for the study of the Te inclusion density and size dis-
tribution. The basic components are highlighted in the image: A) the
light source, B) the sample holder, C) the objective lens, D) the CCD
camera
the spot size is 1.1 mm x 1.5 mm. The IDL routine is able to manage up
to 5 spots for every run. The result of the elaboration is a histogram where
in the x axis is reported the dimension of the inclusions (in µm) and in the
y axis is reported the number of features. The routine also produces a 3D
reconstruction of the inclusion in the spot, the reconstruction process does not
take in account the refraction index of CZT and hence the 3D image looks
elongated. The output produces 4 3D images rotated by 90 ◦C in the surfaces
plane. The typical result of the IR transmission set up is shown in figure 3.14,
in a) is shown the histogram for the size distribution of Te inclusions and in
b) one of the four 3D images generated in the 3D reconstruction, the scanned
volume is 1.1 x 1.5 x 2 mm3.
3.5 I-V Measurements
Current-voltage (I-V) measurement represents the principal tool for the deter-
mination of the electrical properties and the resistivity of the material. Con-
sidering a metal-semiconductor interface, for an n-type semiconductor, the
equilibrium is given by:
q · Φbn = q · (Φm − χs) (3.16)
Φbn is the potential barrier, Φm is the metal work function and χs is the
electronic affinity of the semiconductor. In the case of an ideal contact in
51
3.5. I-V Measurements
Figure 3.14: a) Te inclusion size distribution histogram and b) space distribution of
the inclusions in the same position
principle it's possible to fix the Schottky barrier height by changing the metal,
and thus the metal work function. The Vbi, built in potential is given by
the difference between the work function of the metal and the one of the
semiconductor:
V bi = Φm − Φs (3.17)
For a n-type semiconductor when Φm > Φs the contact assumes a rectifying
characteristic and when Φm < Φs the contact is ohmic. Measurements on the
barrier hight have demonstrated that this relationship is not always respected
because of the presence electronic states on the surface, that change the band
curvature. The most common contacts on CZT are Au and Pt, both are form-
ing a rectifying contact. The current-voltage characteristic passing trough a
Schottky barrier can be explained using the thermionic emission theory:
J = Js(exp(
qV
nKT
− 1)) (3.18)
n is the ideality factor, and for a good diode its value is between 1 and 2.
Js is the saturation current density of the diode. When qV << nKT , and
that means J << Js, equation 3.18 can be written as:
J = Js(
−qV
nKT
) (3.19)
In equation 3.19 the relationship between current and voltage is linear.
Considering the influence of the surface currents in CZT samples, the resistivity
of CZT detectors cannot be measured with the 4 tips method. In a recent
work Szeles [41] proposed a method for the calculation of resistivity from the
I-V characteristic. The detector device is considered as a diode with a series
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Figure 3.15: The low voltage I-V characteristic of the back-to-back configuration
[41].
resistance, the thermionic emission theory can still be used to explain the
system with some modifications:
I = Is(exp
q(VB − IRS)
KT
− 1) (3.20)
IS is the reverse saturation current and RS is the semiconductor series
resistance. When the current is low, it is possible to obtain the RS value:
RS(I → 0) = VB
I
− KT
qIs
(3.21)
in 3.21 the second part of the equation can be divided into two contribu-
tions: the first one represents the contact resistance RC , the second one is just
a small correcting contribution and can be derived from the I-V curve. The
I-V characteristic, for a CZT detector with two identical planar contacts on
the surfaces, is the one of two diodes in the back-to-back configuration. As it's
shown in figure 3.15 in the low voltage range the curve is linear.
In this range the currents are dominated by the bulk contribution. In this
ohmic-like trend the saturation current is limited by the resistance of the ma-
terial. If the bias is lower then ±VC the resistance of the semiconductor can
be extracted from the I-V curve. Obviously, this model works only in case of
high resistivity materials, otherwise the contact resistance of the contacts is
too high with respect to the resistivity of the semiconductor.
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3.6 Electric field measurement by means of the
Pockels effect
The electric field distribution can be calculated in some semiconductor devices
by means of the Pockels effect. Birefringence can be natural or can be caused
(mechanically or electrically) in piezoelectric or isotropic materials. The electric
field induced birefringence is called Pockels effect.
The linear electro-optic effect is the change in the indices of the ordinary
and extraordinary rays that is caused by an applied electric field. This effect
exist only in crystals that do not posses inversion symmetry as cubic crystals of
the zincblende class such as GaAs [51], InS and CdTe [48, 50]. The effect of the
birefringence on the orthogonal polarization directions can easily be described
by the index of ellipsoid. This index describes the geometrical properties of
the crystal with respect to the principal indices along the crystallographic axes
(x,y,z). Any change of these geometrical properties of the crystal, introduced
by the application of an electric field transverse to the direction of the light,
cause asymmetry that changes the indices of refraction. Applying an electric
field parallel to the <111> orientation, 3 new refractive index can be defined :
n′x, n
′
y and n
′
z. After travelling trough the crystal, the light components undergo
a phase shift proportional to the change in the refractive indices, resulting in
the transmitted light to be modulated.
n′x = n0 +
1
2
√
3
n30r41E (3.22)
n′y = n0 −
1√
3
n30r41E (3.23)
n′z = n0 +
1
2
√
3
n30r41E (3.24)
where n0 is the principal, field free refractive index in all three directions,
r41 is a component of the linear-optic tensor and E is the applied electric field.
The optical arrangement shown in figure 3.16 consists of a polarizer before
and a polarizing analyzer after the sample. The sample is biased at different
biases, with values up to 1000V. An incoming unpolarized light produced by
a tungsten lamp is polarized by passing trough the first polarizer. By crossing
the sample the polarized light is split into two orthogonal plane waves, one
parallel and one perpendicular to the applied field. The light intensity emerging
from the analyzer is then recorded by the CCD connected to the PC. Several
filters (800-1500 nm) are used to change the intensity of the impinging light.
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Figure 3.16: Scheme of the setup used for the electric filed measurement by means
of the Pockels effect
The maximum in the transmitted light is obtained when the two polarizer are
parallel and no electric field is applied to the crystal. The transmitted intensity
of the light trough the crystal can be related to the applied electric field by a
sinusoidal function
I
I0
= sin2
(
sqrt3pin30r41Ed
2λ0
)
(3.25)
The measurement of the ratio I
I0
can determine the value of the average
electric field applied perpendicular to the direction of the light propagation.
3.7 The Co.Re.Ma. system
Previously it was illustrated a method for the measurement of the resistivity
that does not require a specific equipment beside the I-V setup. However a more
precise measure can be obtained using the Co.Re.Ma. technique. The contact-
less Resistivity Mapping (Co.Re.Ma.) instrumentation can measure point to
point the resistivity of high resistivity materials. A detailed description of the
technique can be found in [42]. The concept of this technique is to measure
the dielectric relaxation time of the semiconductor τ .
τ = RSCS = 0ρ (3.26)
This equation is valid only in case of low contact resistivity between the
plates of the capacitor and the semiconductor, it's not easy to satisfy this
condition. Therefore the capacitor is positioned at a distance da1 and da2 away
from the semiconductor (figure 3.17 part a).
In figure 3.17 a) a scheme of the sample and capacitors is shown, the two
distances da1 and da2 are clearly visible, this forms a parallel capacitor CA that
is the result of the two air capacitors in series. In the second part of the image
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Figure 3.17: the schematic image of the capacitor and the the block scheme of the
circuit proposed by Stibal [42]. CA is the two air gap capacitors illus-
trated in a), CS and RS are the capacity and resistance of the investi-
gated material
the block scheme of the circuit is shown. The quantity τ can be evaluated
by measuring the circuit response in the time domain after a step excitation
[42]. Both the capacitors CS and CA are supposed to be uncharged. At time
t=0 a signal step is applied resulting in a charging in the capacitors. For t>0
the capacitor CS is starting to discharge because of the voltage crossing the
capacitor and simultaneously more charge is transported to CA. The resistivity
can be obtained by measuring the charge Q(t) flowing into the capacitors, by
means of a charge sensitive amplifier. The relation between the resistivity and
the charge is:
ρ =
Q(0)τe
Q(∞)0 (3.27)
Where τe=RS(CA+CS), this quantity can be obtained by the measurement
of the time dependent charge distribution. The measurements on IMEM CZT
samples were done by the Physics department in Prague under the supervision
of Dr. E. Belas.
3.8 CZT Spectroscopy
Charge transport inside a semiconductor detector is characterized by a large
number of parameters like drift velocity, charge carriers mobility, trapping and
detrapping time. All these parameters contributes to the device quality. The
operation of a radiation detector depends on the way the radiation interacts
with the detector itself. The main interaction mechanisms for a gamma ray
with a radiation detector are:
• Photoelectric absorption : in this mechanism the photon undergoes an
interaction with the absorber atom and it completely disappears. In its
place a photo-electron is generated from one of the atom bond shells
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• Compton scattering : the Compton scattering is the predominant interac-
tion for gamma ray energies typical of radioisotope sources. The photon
interacts with an electron of the absorber.
• Pair production : the pair production process is only possible if the
gamma ray energy exceeds twice the rest mass energy of an electron.
It's not seen in with the standard radiation sources.
By crossing the absorber material the photon interaction with the medium
produces an exponential attenuation. The attenuation is given by µ called the
linear attenuation coefficient. The exponential decay is given by
I
I0
= e−µt (3.28)
where I is the number of transmitted photons, I0 is the photon incident flux on
the surface and t is time. The photon can also be characterized by the mean
free path:
λ =
∫∞
0
xe−µtdx∫∞
0
e−µtdx
=
1
µ
(3.29)
The mean free path represents the average distance traveled trough the
detector before the interaction takes place, it is equivalent to the reciprocal of
the attenuation coefficient.
3.8.1 Energy resolution
For radiation detectors working at low temperatures the energy resolution
is dominated essentially by the statistical fluctuation on the charge carrier
generation. Noise is important only when working at low energies. For CZT, the
contribution of noise is present also at higher energies. The various contribution
to the peak broadening can be summarized as:
• Amplifier and detector noise, due to the electronic noise and the detector
leakage currents
• The stochastic nature of the charge generation process
• Trapping - detrapping. Is the most important contribution for CZT de-
tectors. The effect of trapping is constituted by a tail on the low energy
side on the peak. In CZT, being the diffusion length for holes much
smaller then the one of electrons, the trapping contribution is mostly
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due to holes. The FWHM of a detector at a certain energy E0 is given
by:
FWHM = K(1− η)E0 (3.30)
Where K is a constant and η is the defect of a photon of energy E0.
The first factor, the electronic noise, is independent of energy. Concerning the
second, the statistical contribution is proportional to the square root of the
energy of the incident photons. The third term is more complicated. In the
case of low energy photons the interactions occur in a shallow region near the
electrode, the charge collection is almost completely due to a single carrier
type (usually electrons). In this case the contribution to the broadening of the
photopeak is mostly due to surface recombination and trapping-detrapping in
the inhomogeneous region near the contacts. At higher energies trapping is
the most influent factor determining the peak. Once the charge carriers are
generated inside the detector they will tend to migrated under the influence of
the applied electric field until they reach the electrode or recombination takes
place. Some impurities present in the material introduce energy levels in the
forbidden gap far from the valence and conduction band and they are therefore
classified as deep impurities. These impurities act as traps for charge carriers,
the electron or holes are kept in the trap for a relatively long time. Even if the
trap eventually releases the carrier, the time delay is sufficient to prevent the
charge carrier contribution to the pulse shape. For a CZT detector the peak
broadening at low energies is essentially due to the detector noise, at higher
energies the incomplete charge collection is the most important contribution.
Anyway the effect vary from device to device and it's strongly influenced by
the contact deposition method (due to a different electric field profile) and the
metal itself. For energy up to 100 KeV the FWHM is usually a good indicator of
the detector performances, for higher energy it's also used the peak to Compton
ratio, this is the ration of the maximum counts/channel in the photopeak to
the average counts/channel in the Compton shelf. Another parameter used for
determining the quality of the X-ray detector is the peak to valley ratio.
3.8.2 Pulse shape for a planar detector
If the charge carriers are generated within the active volume there will be a
specific collection time for each kind of carriers, because each species must
travel a fixed distance before it's collected. While calculating the shape of the
leading edge (consisting of the induced charge as a function of time), it will be
assumed that:
58
3.8. CZT Spectroscopy
• All the charge carriers are created at a fixed point inside the active
volume of the detector
• The effect of trapping and detrapping are ignored
• The electric filed is assumed to have the expected value inside the entire
thickness of the detector
• The electric field is sufficiently high to ensure the full collection of the
charge carriers
For a planar geometry detector irradiated with a radiation source the ab-
sorbed energy dE is given by the motion of a positive charge trough the po-
tential difference dϕ
dE = −q0dϕ (3.31)
In terms of electric field (x)=- dϕ/dx this is
dE
dx
= −q0(x) = q0V0
d
(3.32)
where V0 is the applied bias and d is the detector thickness. after the
integration between the point x0 where the charge are generated and the point
x where the latter are collected. The drifting charges give rise to an induced
charge on the electrodes that reduce the device voltage from the applied value
V0. The signal voltage will be:
In terms of electric field (x)=- dϕ/dx this is
∆VR =
q0V0
d
=
q0
C
(x− x0)
d
(3.33)
The induced charge will be
∆Q = C∆VR = q0
(x− x0)
d
(3.34)
The signal pulse can be hence described by the growth of a time dependent
induced charge. The induced charge can be separated in two contributions, the
hole and the electron part.
Q(t) = q0(
ve
d
t+
vh
d
t) (3.35)
considering the case where both electrons and holes are still drifting at
the time t. After all the electrons and holes have been collected, the collected
charge reach the saturation value q0.
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3.8.3 Charge Collection Efficiency
The induced charge at the electrodes is given by the contribution of the col-
lected electrons and holes. One of the great advantages of CdTe compared
to other high-Z materials is its relatively high electron mobility (1100 cm
2
V s
at
300K). The hole mobility, on the other hand, is about 10 times lower. The
CZT case is quite similar: the electron mobility is comparable to that of CdTe,
while the hole mobility is lower. Despite the hole limited transport properties,
CZT offers the advantage of an increased resistivity. The low value of hole
mobility is nowadays one of the main limitations to the exploitation of CZT
devices as gamma and X-ray detectors. Beside mobility, the µτ product (re-
spectively mobility and life time of the charge carriers) is a good indicator of
the transport properties of the detector. The poor transport properties affect
in particular the high energy peaks, above 100 KeV, since those photons tend
to cross the entire device, especially for thin samples,because of the exponen-
tial absorption of photons. The corresponding peak width is severely degraded
with the increase of the energy since the attenuation coefficient diminishes and
thicker devices are required [75] in order to reach a good collection efficiency.
The degradation of the spectrum with the photon energy can be listed as follow
[76]:
• the photopeak is not symmetric
• a tail is present on the low energy side of the photopeak
• the peak to valley ratio diminishes
• the photofraction decreases
All these effects are described by the Hecht equation [58] that expresses the
collected charge fraction η(x) as a function of the interaction depth x inside
the detector:
η(x) =
λe
D
(1− exp(−(D − x)
λe
)) +
λh
D
(1− exp(−−x
λh
)) (3.36)
where D is the device thickness and λe and λh are the mean free path for
electrons and holes respectively. The interaction depth, x, is measured from
the negative electrode. λe and λh can be expressed in terms of µτ :
λe = (µτ)e
V
D
(3.37)
λh = (µτ)h
V
D
(3.38)
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where V is the applied bias. The Hecht equation can then be correlated to
the µτ product:
η(x) =
V
D2
[(µτe)(1− exp(−(D − x)(µτe)V
D
))] + (µτh)(1− exp(− −x(µτh)V
D
)) (3.39)
The charge collection efficiency depends not only on λe and λh, but also on
the interaction point, x, inside the device. Since the interaction point inside
the device are essentially casual, depending on the exponential absorption law,
the peak experiences a broadening essentially due to λe
D
and λh
D
. To achieve an
experimental evaluation of electrons and holes transport properties the most
common method is to fit with Hecht equation the response of a planar detector
under α-particle irradiation, on varying the applied bias, in condition of single-
photon counting rate. Because the penetration depth of α-particles is only a
few microns we select a single kind of carriers (either electrons or holes), then,
fitting the data, we can use the single-particle Hecht relation [21]:
η(x) =
V
D2
[(µτe)(1− exp(− (D
2)
(µτe)V
))] (3.40)
By inverting the bias polarity we can select either electrons or holes, and,
from the fit procedure, achieve the µτ product value. This procedure is also
implemented with gamma and X-ray spectroscopy, but in this case, according
to the radiation penetration length, we will use either the single carrier or the
complete (two carriers) Hecht relation.
3.8.4 Gamma and X-ray spectroscopy set up
The study of the spectroscopic characteristics for IMEM grown CZT ingots has
involved the preparation and the testing of more then 100 devices, representing
a crucial part of the work in the understanding of the material properties and
the implementation of the preparation technologies. The measurement were
performed at INAF-IASF in Bologna under the supervision of Dr. E. Caroli.
The samples were studied using the planar configuration, two symmetrical
electrodes where deposited on the two surfaces covering the entire area in order
to minimize the field distortion. A second configuration was studied consisting
in the preparation of a planar contact on one side of the detector and the
realization of a square contact surrounded by a guard ring on the other, the
effect of different biases of the guard ring on the spectroscopic quality was
studied.
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Figure 3.18: Schematic representation of the experimental set up for the spectro-
scopic characterization
Figure 3.19: Schematic representation of the experimental set up for the spectro-
scopic characterization
The spectroscopic characteristics of the detectors were tested using a stan-
dard set up as illustrated in figure 3.18. The basic components are the CSP,
charge sensitive preamplifier, a commercial eV-509 component, the amplifier,
Ortec model 450, the LGS (linear gate and stretcher) Ortec model 442, the
HV, and the MCA , multi channel analyzer. The sample is mounted inside
a box, together with the preamplifier, in order to minimize the path of the
signal before it reaches the preamplifier. The box used for the characterization
is shown in figure 3.19, on the right is shown a photograph of the sample inside
the measurement box. The box has particular support that allows the mount-
ing of the sample in two configurations: the planar parallel field (PPF) and the
planar transverse field (PTF). In figure 3.20 are shown the two configurations.
The two differ for the way the radiation interacts with the detector material.
For the PPF configuration the beam impinges the top surface and interacts
with the material generating an exponential decay and it's fully stopped at a
certain distance from the entering electrode depending on the photon energy.
In the PTF configuration instead, the events are generated at every depth in
the sample thickness. In this case the exponential decay occurs in the direction
parallel to the surface area. The photons are generated in every position of the
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Figure 3.20: Two measurement configurations: planar parallel field (PPF) and pla-
nar transverse field (PTF)
thickness independently of the photon energy. In this configuration the carriers
need to travel not a fixed distance before they are collected at the electrodes.
In the case of the PPF configuration, for low energy photons, the carriers
are generated near the entering electrode and the pulse height is composed
mostly by one kind of carriers, the one that drift trough the device. In the
second configuration, both species are contributing to the peak formation.
The radiation sources used for the spectroscopic characterization are covering
the energy range up to almost 400KeV.
The 241Am source has several X-ray emissions between 13.9 and 20.7 KeV with
intensities up to 9.6 %, and a gamma emission at 59.5 KeV with intensity of
35 %.
The 109Cd source has two very intense emissions very close to each other at
21.9 and 22.2 KeV (the sum of the two intensities is 85.2 %), the second intense
emission is a gamma of energy 88 KeV with a lower intensity, 3.5 %.
For the 57Co source the X-ray emissions are at very low energies (circa 7 KeV)
and their contribution is covered by the noise, the gamma emissions are instead
visible: 14.4 KeV, 122 KeV and 136 KeV, the most intense one is the 122 KeV
that reaches 85 %.
A 133Ba source was also used, the emissions of Ba are at higher energies with
respect to the other. The most intense X-ray emissions are at 30.6 and 30.9 and
the emission at 34.9. The gamma emissions are at 81 KeV, 276 KeV, 302 KeV
and 384 KeV. At these energies the Compton shelf is present and it's possible
to see the efficiency of the detector with this different interaction mechanism.
The spectra acquisition was performed without the collimation of the sources,
The source was positioned at a distance between 3 and 5 cm to the top of
the measurement box. In this configuration the entire surface of the sample is
illuminated during the measurement. The same setup and measurement box
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Figure 3.21: Scheme of the measurement setup at NSLS, for the X-ray response
map acquisition. The beam energy is between a few and 30 KeV, the
collimation is usually 20 x 20 µm or 10 x 10 µm [77]
was also used for the µτ product measurement. The transport properties were
measured mainly with an alpha particle source, but the same measurement
were performed using the 22KeV emission of the 109Cd source. This particular
X emission is at very low energy and hence, and as for the alpha particles, the
approximation of the carriers to be generated at the electrode is satisfied.
3.8.5 X-ray response mapping set up
At the National Synchrotron Light Source (NSLS) facility in BNL, a beam-
line is dedicated to the study of the devices inhomogeneities. The aim of the
measurement is to measure for every point interrogated the peak position, and
hence the charge collection efficiency, of the device. For a single electrode the
result is a map of the response, if the electrode design is more complicated,like
a multipixel geometry, the measurement can also give information about the
electric field inhomogeneities by looking to the distortion in the reproduction
of the contact geometry in the X-ray image. The experimental setup is rep-
resented in figure 3.21. The sample is mounted inside a holder, on one side a
berillium window allows the illumination of the sample. The X-ray beam is
collimated with a tungsten collimator, with dimensions down to 10 x 10 mi-
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cron. The movement of the sample is automatically controlled from the PC in
the x-y-z directions. The X-ray beam can be tuned from a few up to 30 KeV.
In every point interrogated an X-ray spectrum is acquired for 0.5 seconds, this
time is sufficient for the creation of a well defined photopeak, since the syn-
chrotron flux is high. The preamplifier is a commercial eV-550 low noise charge
sensitive device. The main amplifier used is a Ortec 672. The applied voltage
can be tuned from tens of volts up to 1200 V for very thick devices.
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CHAPTER 4
Experimental results: material characterization
4.1 PL mapping
4.1.1 Zn segregation
The growth mechanism of the CZT requires particular attention and a careful
study of the thermodynamic of the system. One of the key factors is the study of
the Zn composition along the crystal axis. For every impurity the concentration
in the melt and in the solid is given by:
K =
Cs
Cl
(4.1)
K is the segregation constant and depends from the ratio between the
concentration in the solid and the melt. In CdTe, considering the Zn element,
K6=1 [54], so the concentration of Zn in the crystal is not constant, but it
changes following the normal gradient freeze equation:
x(g) = Kx0(1− g)K−1 (4.2)
In equation 4.2 g=z/l is the crystallized molar fraction of the material, while
x0 is the starting Zn concentration in the liquid. This equation is also known
as the Pfann equation [44]. By observing the curve, it's clear that the last to
freeze part present a high compositional gradient and it's hence a particularly
not uniform part in the ingot (regarding the composition). This characteristic
has a strong influence in the selection of the material for the realization of
radiation detectors, being the properties in the ingot dramatically different
from the tip to the bottom part of the crystals.
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CZT alloy stoichiometry is not uniform along the ingot, being Zn segrega-
tion coefficient larger then 1 (1.35 as indicated in [52] ). The near band edge
emission of the Pl spectra can be helpful in the identification of the Zn compo-
sition for every point in the ingot. The position of this peak is in fact related
to the energy gap value and hence to the Zn via the empirical relation [43]:
E(x, 77K) = 1.586 + 0.5006x+ 0.2969x2 (4.3)
The bowing parameter deduced in 4.3 is obtained from the FWHM of the
principal bound exciton peak in the PL spectrum. First, some PL single spectra
will be shown, for a better understanding of the PL mapping building mech-
anism. A 4.2 K spectrum acquired at IMEM institute from a CZT In doped
Crystal is shown in 4.1. In the near band edge region, for IMEM samples
(A0, X) is the tallest peak, this is probably due to the growth technique and
the doping concentration. Because of the great degree of alloy broadening with
x=0.1, with respect to lower Zn concentrations e.g. x=0.04 [20], the free exci-
tons are not resolved in the plot . In the second region are present the (D,A)
peak and two phonon replicas. The third region shows the typical A-center
band. Although low temperature PL can give extremely useful informations
on the crystal quality and the defect structure, for a large scale mapping of
the ingot a 77K spectrum is sufficient for the calculation of the Zn content. In
fact the error due to the convolution of the (D0, X) and the (A0, X) peaks is
negligible. The typical spectrum obtained from one IMEM grown CZT sample
at 77K is shown in figure 4.2.
The near band edge region presents a dominant peak, representing the
bound excitons contribution, and a (D,A) peak, very close to the main peak.
The A-center is clearly visible in the lower energy region. this spectra are used
for the mapping of the samples. For the realization of a PL map, the ingots
are cut parallel to the growth axis, in order to have complete information
of the entire length of the ingot. The surfaces of the samples are carefully
polished in order to obtain a homogeneous surface quality. The slabs are then
positioned in the cryostat. The adhesion of the sample to the Cu cold plate is
crucial for the homogeneity of the sample temperature and hence the response.
The adhesion is ensured by the use of Cu pins, a strong increase of the PL
intensity has been related to the use of Cu pins, moreover by avoiding the use
of grease the presence of impurities is minimized. The cryostat used in the the
PL set up allows measurements of samples up to 5 cm x 5 cm. This size fit
perfectly the dimensions of the 2 inches diameter CZT ingots grown at IMEM.
In the PL set up in IMEM the laser is moved, while the sample is steady. The
Bruker OPUS 6.5 software is connecting the FTIR to the computer interface,
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Figure 4.1: The peaks identified as the first region in 4.1, at 4.2K, are now a con-
volution centered in between the (D0, X) and the (A0, X) position. The
contribution of the second region, dominated by the (D,A) is present as
the shoulder of the main peak. The big band centered around 1.4 eV is
the A-center. The 1.1 eV band is not present in this spectrum, because
the Si diode is not detecting in that area. From measurements using the
InGaAs detector, it emerged that only a small number of IMEM samples
shows the 1.1 eV peak.
Figure 4.2: A 77 K spectra of an IMEM sample. The spectra acquired at liquid
nitrogen temperature are used for the realization of PL maps
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Figure 4.3: The result image of the PL mapping without any elaboration
the software also controls the movement of the laser. By running a macro, the
software acquire the PL intensity spectra from a defined area of the sample, the
parameters of the measurement (number of scans and the energy range) are also
controlled with the OPUS 6.5. Since the measurement should be the shorter
possible, in order to minimize any possible effect of heating generated by the
laser, the number of scan per point chosen is 10, the resulting spectrum shows
a low level of noise. The software output plots all the spectra in chronological
sequence, as shown in figure 4.3.
The Opus 6.5 software contains many functions for the spectra processing:
integration, peak picking, spectrum subtraction and several others mathemat-
ical tools. For the calculation of the Zn fraction, a near band edge emission
area is selected and a peak picking routine is run on that specific area. The
peak picking selects the maximum in the chosen region for every spectrum and
then reconstruct a map. This map has in the x-z plane the actual sample size
and in the y axis the position of the maximum of the near band edge peak. By
using the 4.3, the position (in eV) of the peak can be easily transformed in the
Zn composition, usually expressed in %. In figure 4.4 the radial segregation
is calculated, from a wafer cut perpendicular to the growth axis. The radial
homogeneity is very good, the differences in Zn concentration present in the
image are due to a poor alignment between the crystal axis and the cutting
wire. In fact the gradient is not form the center toward the walls, but from
one side to the other of the wafer. In 4.5 is shown a PL map of a slab, after
the elaboration. The Zn concentration is calculated on the entire length of the
ingot. For time reasons, only half of the slab is measured: in fact the other
part should be symmetrical.
In the first to freeze part, the top in the left image of 4.5, the Zn profile
does not follow the normal freeze equation. In fact an increase of the Zn con-
centration is observed in the first to freeze part, up to 2-2.5 cm from the tip
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Figure 4.4: 2D and 3D image of a CZT wafer, the radial segregation is absent, the
inhomogeneity is due to a misalignment between the growth axis and
the saw during the cutting procedure
Figure 4.5: Zn concentration in a CZT ingot, the program creates a 2D and 3D
image
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Figure 4.6: Comparison of the Zn profiles obtained for two different ingots
[49]. This behavior can not be explained with the normal freeze equation. Sev-
eral slabs were measured, this characteristic is present independently from the
growth technique: with or without the boron oxide encapsulation. The same
profile has been reported by several authors, in literature [72, 73, 46, 74, 20]. It
is usually explained as a supercooling effect occurring in the early stages of the
growth. A seeded growth for CZT crystals is not possible, when growing from
the melt, due to tellurium structures, called polymers, present in the melt. Be-
fore the growth starts superheating is necessary in order to remove tellurium
structures, that are known to be present in the melt. This means that the
growth starts from a superheated melt. The supercooling of the melt is about
20◦C, before the crystal growth starts. Being the typical thermal gradient of
the CZT growth about 10◦C per cm, the effect of the supercooling is supposed
to appear in the first 2 cm of the ingots. The crystal growth is very rapid, the
Zn concentration does not fit with the phase diagram (1.35 times the concen-
tration in the melt), but is equal to the Zn concentration in the melt. After
that, the equilibrium is established and the theoretical behavior is followed.
Since the first part is grown in such unstable conditions and the growth is very
fast, supercooled growth is characterized by a highly polycrystalline structure.
Some of the authors are actually reporting that the crystal structure in the
first part of the crystal is polycrystalline. However, studying the data in figure
some comment should be done. The Zn concentration in the first points of
the tip is not exactly the one of the melt: in 4.6 the Zn concentration in the
melt was 10% and 9% but they both start the the growth at about 7%. The
same feature can be found in the data reported by other authors, but it's never
explained or discussed. The melting temperature increase monotonically with
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Figure 4.7: A photo and a PL map of the tip of a CZT ingot.
the Zn concentration in the CZT alloy, so there is no reason why the tip should
be solidified with a concentration lower then the melt. For a better study of
the first to freeze part of the ingot, some maps were acquired only on the tip
of the ingots. In figure 4.7 is shown the PL map of a CZT tip. As shown on
the left part of 4.7, the tip of the ingot does not shows the typical crystalline
shape of the undercooled melt. The tip is in fact almost all single crystal, with
the presence of some twins, starting from the near tip region. It is very difficult
to image that that grain has developed under supercooling conditions, the fast
growth origin a dendritic growth.
A supercooled tip is like the one shown in figure 4.8, the first part of the
growth is so fast that the crystal is completely polycrystalline. Moreover, if
the tip undergo a supercooling, the Zn profile should present a step-like de-
pendence. Eventually, due to solid state diffusion, the step could be softened
as described in figure 4.9. The final curve should be in any case concave. On
the contrary the experimental data show a convex shape (figure 4.6). Again
the same convex shape was present in the work of other authors. These com-
ments on the Pl maps and Zn profiles cannot be explained as effects of the
supercooling. A possible explanation can derive from the occurrence of a not
uniform distribution of the zinc in the melt before crystal growth starts. This
phenomenon can be related to the Soret effect, this effects concern gas and
liquids mixtures. When several elements are present in a liquid and a thermal
gradient is imposed to the system, the elements react differently to it. In the
case of CZT Zn is a lighter element, with respect to Cd, so it tends to move
away from the cold part, usually the tip of the ampoule. However, Soret effect
is usually observed only in particular conditions, like in microgravity, when the
effect of convection can be neglected [45]. In the case described in the paper,
73
4.1. PL mapping
Figure 4.8: Dendritic structure resulting from the supercooling occurring in the early
stages of the growth.
Figure 4.9: Expected dependence of the Zn concentration on the growth fraction
according to the supercooling model taking and not taking into account
the solid state diffusion (respectively gray and black line).
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Growth 
start
Figure 4.10: Explanation of the observed Zn profile: the growth starts at the max-
imum and then proceeds in two directions, toward the bottom and
toward the tip of the crystal.
the thermal gradients used are much larger then the one used for the CZT
crystal growth. Moreover the Zn-Cd mass difference is not so high to explain
such a dramatic effect. The Zn profile can be described by formulating the
hypothesis that the first nucleation does not start, as expected, form the tip of
the ampoule, but from the ampoule wall, in correspondence of the maximum
in the Zn concentration. This explanation can describe the convex shape of the
first part of the Zn profile. In fact the growth starts from the walls, where the
ampoule changes from cone to cylinder, and then continues in the two direc-
tions: toward the bottom and toward the tip 4.10. This also explains why the
growth starts at a Zn composition different from the equilibrium composition
in the melt. According to the normal freeze equation it is possible to have
a final concentration lower then the the starting concentration in the liquid
phase. Moreover, since the supercooling is not dominant at the beginning of
the growth, there is no reason why the growth should start whit an almost
single crystal as shown in 4.7.
If we assume that the growth starts from the walls, it is possible to observe
multiple nucleation sites on the walls 4.11. This behavior is also reported by
other authors [46].
The first solidification seems to start in almost all the crystals that were
studied from the same position in the ampoule: where the shape of the ampoule
changes from cone to cylinder. Two possible reasons where suggested: first, at
high temperature the energy is mainly enhanced by light, the quarts wall acts
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Figure 4.11: Crystal tip showing multiple nucleation sites on the ampoule walls.
therefore as a waveguide for the radiation, the tip of the ampoule is on the
contrary a singular point where the radiation experience a large reflection. The
hypothesis is that the tip is for this reason overheated. The second hypothesis
is that the ampoule thermal gradient is influenced by the support on witch
the ampoule is positioned. this effect is larger if the support is made of a
material with a high thermal conductivity. This second hypothesis is supported
by recent studies on the influence of the material employed for the support of
the ampoules. [47]
4.1.2 Study of the interface shape by using the PL map-
ping system
The PL mapping system can be also used for the study of the growth interface.
Crystals are grown at IMEM using two different variations of the Bridgman
technique. In the first case boron oxide is introduced in the ampoule before
the crystal growth starts, boron oxide melts and encapsulates the molten CZT.
In the second case the growth is performed in low pressure condition, with a
closed ampoule. In the first case the sealing of the ampoule is not necessary be-
cause the boron oxide prevents the evaporation of the volatile elements (mostly
Cadmium) and a good stoichiometry. A scheme of the two growth methods can
be found in figure 4.12.
The furnace is the same for both the techniques. It is well known the
importance of the growth interface on the single crystal yield, in fact, due
to convection and the small thermal conductivity of CZT, the creation of a
concave interface is encouraged. Near the walls the wetting is instead dominant:
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Figure 4.12: Scheme representing the growth ampoule for : a) Boron oxide encapsu-
lated vertical Bridgman technique, b) Low pressure vertical Bridgman
Figure 4.13: The wall-melt interface may produce a superccoled melt region, leading
to the formation of polycristalline crystals
in this case a convex interface is favored. If the melt interface is mostly concave,
the wetting is creating a supercooled zone of melt near the walls. This situation
promotes a polycrystalline growth 4.13.
The interface shape can be studied by analyzing the same PL maps used
for the Zn segregation study. In fact the Zn concentration change corresponds
to an increment in the solidified fraction. The lines connecting the points with
the same Zn content are also representing the growth interface at that point
of the growth. Several IMEM grown CZT ingots were studied. The influence
of the boron oxide encapsulation was deeply studied and it was found that the
boron oxide melts and completely cover the molten CZT during the crystal
growth. This has a strong effect on the growth interface because a separation
is present between the melt and the vapor phase.
In figure 4.13 is shown a PL map acquired on a half slab of a CZT ingot.
The maps is showing the Zn profile and hence the growth interface. The ingot
was grown with the boron oxide encapsulation. The interface is clearly convex.
The same shape can be found in all the CZT ingots grown with the same
technique.
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Figure 4.14: PL map of a CZT ingot grown by the boron oxide encapsulated tech-
nique. The growth interface is convex
Figure 4.15: A PL map of a CZT ingot grown with the low pressure Bridgman
technique. The growth interface is concave, on the left of the picture,
is shown a magnified region near the ingot surface
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Figure 4.16: A PL map of a CZT ingot with the introduction of a quartz disk on
the top of the melt. The influence of the separator is highlighted by the
chance of the growth interface from concave to convex
For the crystals grown with the low pressure Bridgman technique, the be-
havior is different: the interface is concave, the same behavior was found for
all the ingots. In this case there is free volume on the top of the charge. The
growth interface seems to be strongly influenced by the presence of a layer on
the top of the melt. The reason why the interface changes can be ascribed to
the higher thermal conductivity of the boron oxide with respect to the one
of the vapor or to the separation, done by the boron oxide, between the melt
and the convective fluxes in the vapor phase. These experiments confirm how-
ever that it's possible to control the growth interface by changing the growth
conditions. As a confirmation of the influence of a separator on the growth in-
terface, the crystal growth was performed with a quartz disk on the top of the
melt. This acts as the boron oxide by separating the vapor. In figure 4.16 the
growth interfaces of a ingot grown with the quartz disk is shown: the interface
is convex.
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Figure 4.17: Co.Re.Ma. map of a CZT half wafer. By cutting the samples perpen-
dicular to the growth axis the resistivity homogeneity is good. The lines
present in the maps correspond to grain boundaries
4.1.3 Comparison between the Co.Re.Ma. map and the
PL map
The Zn segregation along the growth axis implies a change in all the crystal
properties. This has a strong effect on the homogeneity of the final device
properties. It is very important, when a material characterization needs to be
done, to analyze the material from different parts of the ingots, because the
characteristics could depend on the position where the sample was cut. It is
not easy to ensure a high degree of homogeneity also on the same slab. The Zn
segregation profiles that were studied in the previous sections have a strong
effect on the detector characteristics. By looking at equation 4.3 it is clear
that the dependence of the gap on the Zn molar fraction is also influencing
the resistivity of the material. The resistivity homogeneity can be studied by
using the Co.Re.Ma. technique. A profound description of the technique is not
provided in this thesis work, an accurate study of the method can be found in
[42]. The measurements were performed in Prague at the Charles University
in collaboration with the group of Jan Franc. The sample analyzed were cut
in two geometries: parallel and perpendicular to the growth axis.
In figure 4.17 in shown a Co.Re.Ma map of a half wafer. The resistivity
wafer is not very high ( 3109 Ω · cm) because this wafer was cut from the
middle of the ingot. The resistivity homogeneity is high, but several features are
present. By comparing the Co.Re.Ma measurement with the wafer it's possible
to correlate the lines present in the map with grain boundaries. The wafer in
fact was not a single crystal. The Co.Re.Ma measurement is also confirming
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Figure 4.18: Co.Re.Ma. and PL maps of a CZT slab. The Zn gradient visible in the
PL map correspond to a resistivity gradient in the Co.Re.Ma.
that there is no radial segregation in the ingots, since the only inhomogeneity
can be ascribed to the poly-crystallinity of the wafer. The different contrast
present near the wafer edge can be described as a border effect and has no
physical meaning.
In figure 4.18 are shown the Co.Re.Ma and the PL map of a partial CZT
slab. The area of the slab is about 5 cm x 5 cm, it does not contain the borders
of the wafer. The two images show some similarities. In fact the Zn concen-
tration decreases in a similar way with respect to the resistivity profile. The
resistivity profile is following the Eg equation 4.3 and for this reason it's similar
to the Zn profile, but the resistivity is also influenced by the dopant introduced
in the growth. The compensation is in fact responsible for the high resistivity
of CZT ingots. The dopant, as every impurity, has a segregation coefficient
that determines the concentration along the ingot. CZT IMEM crystals are
doped with In, the segregation coefficient for In is 0.11 [34] so it should give a
contrary profile with respect to the one of Zn, giving a higher concentration of
In in the last part of the ingot. The effect of Zn is much higher, also because
the doping concentration of In is lower, so the resistivity follows mainly the
Eg shift. In figure 4.18, in the Co.Re.Ma. map some features are present. Also
in this map the features can be ascribed to the presence of extended defects,
probably grain boundaries, these defects seem to have no influence on the Zn
concentration.
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4.2 X-Ray diffraction topography
X-ray diffraction topography is a very useful tool to understand the factors
limiting the performances of CZT detectors. The technique is used to inves-
tigate the configuration of the lattice planes near a defect and the lattice
misalignment in the presence of a differently oriented grain. CZT ingots are
affected by the presence of several defects (Te inclusions, dislocations, grain
boundaries, etc.), with the X-ray diffraction topography the crystal structure
inside a sample can be studied with the acquisition of high resolution images.
CZT samples were characterized using a X-ray beamline available at National
Synchrotron Light Source (NSLS) at Brookhaven National Laboratory (BNL).
The beamline uses a white beam with energy up to 50 KeV. As explained
in the description of the X-ray diffraction topography measurement config-
uration, the images can be acquired by using several geometries, for every
geometry different information can be obtained. The main differences in the
X-ray diffraction topography response are between the images acquired in re-
flection or n transmission. The two configurations of the technique vary also
in the energy used: for the transmission in fact a higher energy is required.
Since the beam has to penetrate inside the entire thickness of the sample (for
X-ray and Gamma-ray detectors the samples are usually between 1 and 10
mm), the energy should be at least 200 KeV. For the acquisition of reflected
image usually a 50 KeV is sufficient to scan a region of about 40 microns near
the surface of the sample. In the reflection geometry the images contain less
information, with respect of the transmission, but are easier to analyze. In
the transmitted image in fact the information belonging to all the thickness
are diffracted in the same spot, resulting in the superimposition of too many
features. For this reason the samples were studied only in the reflection ge-
ometry, moreover for IMEM samples the thickness is usually 1 or 2 mm, so
by acquiring images on both sides a considerable region of the sample is stud-
ied. The sample does not require any particular preparation, the surface just
needs to be accurately polished, since the technique is very sensitive to the
presence of defects or non-uniformities near the surface that can change the
local scattering power. The sample size can vary between a few millimeters
up to 3-4 centimeters. For a better contrast in the image it's very important
to tailor the beam area on the sample size and thickness, after the alignment
the measurement is very rapid, it takes only 3-4 seconds. The diffracted spots
are acquired by a high resolution X-ray sensitive film. The film is a 8 inches
by 10 inches AGFA photographic film. The development of the impressed film
follows a standard chemical photographic procedure. In figure 4.19 is shown a
typical X-ray diffraction film, several diffraction spots are present, according
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Figure 4.19: A X-ray diffraction film. The area of the film is 8 inches by 10 inches,
the image was acquired in reflection geometry.
to the Bragg law of diffraction.
The diffraction spot with the best contrast is then selected and a magnified
image of the spot is studied.
Grain boundaries and twins
In figure 4.20 is shown the diffraction topography of a CZT IMEM sample.
The sample size is 7 x 7 mm, the thickness is 2 mm. The sample has a large
grain boundary, that appear bright in the upper image. The grain is misaligned
with respect to the rest of the sample and hence is satisfying the Bragg equation
for a different angle, resulting in a shift of the diffraction spot. The diffracted
grain boundary is visible on the right part of the sample, overlapped to the
main diffraction. In the lower image of 4.20 the entire diffracted image of the
sample is obtained by combining the two diffracted spots. The big features in
the middle of the image correspond to the damaged introduced by the pin-hole
for the IV measurement. Some distortion in the sample shape is present: this
means there is unreleased stress in the crystal structure, probably due to a not
uniform composition or to a damage introduced by the cutting procedures. An
X-ray topography image showing the effects of the stress accumulated in the
crystal is shown in figure 4.21.
The crystal structure of the sample is completely distorted by the stress
accumulated in the sample. This type of topography image is found in ev-
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Figure 4.20: X-ray diffraction topography image of a IMEM sample. The white line
in the upper image correspond to a lack of diffraction due to the pres-
ence of a grain with different orientation. The part corresponding to
the grain boundary is reflected in a different position (it's visible on the
left part of the sample, superimposed to the main reflection). In the
lower image a combination of the two diffraction spot gives the entire
image of the sample.
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Figure 4.21: X-ray diffraction topography image of a IMEM sample showing the
effect of the stress on the diffraction spot.
ery sample grown with the boron encapsulated technique, while the effect of
stress is less severe for the samples grown with the low pressure Bridgman (for
example 4.20). This strong deformation seems to be related with the growth
technique, it can be probably be related to a fluctuation of the composition
in a short range. The deformation is very uniform, covering the entire area of
the sample. In such image the identification of defects is very difficult, since
all the effects of grain or subgrain boundaries are covered by the distortion.
On the theoretical point of view, the defects that can be identified with the
X-ray diffraction topography are one-dimensional defects (dislocations) , two-
dimensional defects (grain boundaries, see 4.20) and tri-dimensional defects
(secondary phases, like Te inclusions and precipitates). In a real X-ray to-
pography image, however, some of these contributions are very difficult to be
identified. A single dislocation is in fact giving a contribution to the contrast
that is too small to be seen in the image, the change in the scattering power
near the defect is negligible. Anyway, the effects of dislocations can be seen
in the topography image when the latter are arranged within surfaces and
walls, originating a two-dimensional structure. The structures formed by mul-
tiple dislocation are usually called subgrain boundaries. The identification of
such defects is very important for the properties of the final devices. These
two-dimensional defects have in fact a severe effect on the charge collection
properties, dislocations are usually electrically charged and can attract im-
purities and secondary phases. Subgrain boundaries trap carriers in a similar
way as point defects do, by creating potential barriers and trapping the charge.
Subgrain boundaries can be identified, in the X-ray topography image, because
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Figure 4.22: X-ray diffraction topography image of a IMEM sample, the well defined
dark line in the middle of the sample is a subgrain boundary
Figure 4.23: Two examples of subgrain boundary in CZT samples
they generates an extinction contrast in the image. The extinction contrast can
produce very different effects on the topography image, in fact depending on
the orientation of the extended defect with respect to the beam entrance sur-
face. In figure 4.22 is shown a well defined grain boundary, with several smaller
ramifications in the bottom part of the sample.
In this case the subgrain boundary appears darker with respect to the CZT
crystal. This means that the deformation of the crystalline structure near the
defect produces an overlap between the two emerging beams. The same type
of defect can produce a bright feature in the case of the emerging beams to be
separated by the interaction with the defect. In figure 4.23 the X-ray diffraction
topography image of two sample are shown. In both cases the dominant defects
that is present in the sample are grain boundary.
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In figure 4.23, the picture on the left was acquired with a particular geom-
etry that made it possible to see part of the lateral surfaces. Many subgrain
boundaries in the image are crossing the sample in the entire thickness. In
this case the defects can produce a strong deformation on the electric field
leading to the shortcut of the contacts in the near defect region and the local
cancellation of the detector response.
4.2.1 Study of the effect of post grown annealing on the
crystal structure
The removal of Te inclusions present in the ingots is a current issue in the CZT
technology. The lowering of the concentration and the reduction of the average
dimensions of the inclusions is crucial for the quality of the CZT based devices.
The standardization of a post growth annealing procedure for the removal of
the inclusion has been attempted by several research groups. The annealing
process in high temperature and in a Cd rich atmosphere, has been tested and
it has been successful in the removal of all inclusions for long annealing time.
The temperature necessary for the annealing process is above 600 ◦C. Unfortu-
nately after the annealing the electrical properties of the material, in particular
the resistivity, are deteriorated. So far no recovery process was successful in
completely restoring the resistivity, that after the process decreases of several
orders of magnitude. It is interesting to analyze the effect of the annealing on
the crystal structure, since the temperature used in the annealing process can
be up to 850 ◦C. The effect of annealing was studied on a EV Products sample.
The sample sizes are 20 mm x 20 mm and 2,5 mm thickness. the annealing was
working properly in the removal of the Te inclusions. In figure 4.24 is shown a
IR image acquired with a 10x magnification before the annealing. In the image
are clearly visible a large number of small Te inclusions. After the annealing
almost all the Te inclusions are gone (figure 4.25), just a small number of very
small inclusions are presents (the dark spots in the image are just dust on the
sample holder).
In figure 4.26 is shown the WXDT of the same sample before and after the
annealing process at 700 ◦C in Cd overpressure for 10 hours (plus 10 hours
of cycle). In the left picture the topography image before the annealing shows
some subgrain boundary, in the rest of the surface the sample is very uniform.
After the annealing the WXDT image appear completely blurred, the crystal
structure is completely destroyed by the temperature, the is no lattice order.
This degradation interests only the surface layers of the sample, and after some
deep polishing (about 200 µm) the crystallinity is restored. After the polishing
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Figure 4.24: IR image of the top right corner of the sample
Figure 4.25: IR image of the top right corner of the sample
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Figure 4.26: WXDT of a eV sample before and after the annealing process
the sample appears as in figure 4.26 part b), several defects are present now
in the image. The holes-like features are the effect of the Te inclusions moving
out of the CZT matrix. The movement of the Te inclusions produces a net
of dislocations perpendicular to the sample surfaces. The annealing process is
introducing bigger defects then the ones it's removing. The annealing process
is therefore effective on the removal of Te inclusions, but heavily degrades the
crystal structure of the sample. The same effect was found in all the samples
annealed in high temperature, not depending on the growth conditions and
technique.
4.3 IR microscopy
The device properties of CZT detectors are strongly affected by the concen-
tration and size of the Te inclusions present in the CZT crystals. The density
of Te inclusions, as well as their size, is strictly connected with the growth
process. For the melt growth techniques it's very difficult to obtain an ingot
with Te inclusions with a maximum size of a few micron, for the melt growth
it's instead possible, but the growth rate is reduced drastically. The presence
of Te inclusions can be monitored by measuring the equilibrium vapor pres-
sure at high temperature. If the tellurium phase is present the total pressure
is dominated by the tellurium vapor pressure, however with this technique all
the information about the size and spatial distribution of the inclusions is lost.
Moreover, this is a destructive technique, because the sample is completely
pulverized. For an accurate study of the Te inclusions, the most versatile tech-
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Figure 4.27: A collapsed image, resulting from the focusing on the same plane of
several images acquired at different depth
nique is the near infrared (IR) microscopy. For the acquisition of the images a
silicon camera is used, CZT is in fact transparent to the IR for energies below
the energy gap, while the Te inclusions are opaque. The use of a specific soft-
ware for the image reconstruction permits to obtain a composed image where
are included the information on all the sample area and thickness. The main
limitation to this technique is the depth of field of the image, that is limited
by the objective lens, only a part of the inclusions are on focus in a single
acquisition. CZT sample are usually very thick, several millimeters, and it's
hence very important to obtain information about the entire thickness. This
limitation was overcome by creating a collapsed image: in this case a set of
images is acquired at different depth and then focused on the same plane.
The resulting image is shown in 4.27. All the Te inclusions are on focus in
this picture. In figure 4.28 an entire CZT wafer is studied. the image is acquired
in the middle of the sample thickness, using a 2.5x objective lens. The image is
composed by multiple frames that are still visible in the image, the size of the
frames depends from the objective lens used, in the case of 4.28 a) the frames
are 3 mm by 2.2 mm. The acquisition of a large image add further information
with respect to a single frame image. Figure 4.28 a) provides a complete map of
all the extended defects present in the wafer, the analysis of the Te inclusions is
instead secondary in this case. Grain boundaries attract secondary phases, as
well as impurities, and hence are visible in the IR image. IR microscopy is then
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Figure 4.28: Infrared transmission image of a CZT wafer: a) image of the entire
surface, Te inclusions decorate extended defects in the sample, grain
boundaries and twins; b) magnification of a decorated grain boundary
crossing the wafer
very important for the identification of the single extended defect. The large
grain in figure 4.28 is crossing the entire thickness of the sample and is present
from one side of the sample to the other, a magnification of the same defect is
shown in figure 4.28 part b), the Te inclusions are here perfectly visible.
With the IR microscopy it is also possible to identify dislocations, the
latter are in fact frequently decorated with tellurium inclusions. In figure 4.29
is shown a dislocation net present in a sample. A single dislocation, because
of the small dimension, is usually very difficult to identify with WXDT.
The identification of the extended defects in a large wafer is very useful
because it gives information where to cut the samples. In fact by naked eye
it's not always possible to identify the presence of such defects, especially after
the polishing procedure, rough surfaces in fact enhance the direction of the
light scattered from the different crystallographic orientations. The effect of
a grain boundary can be very heavy on the detector response. In figure 4.30
the effect of a well defined grain boundary (in the upper part of the sample)
and twins (vertical, in the center); the response in the presence of the grain
boundary is completely canceled. In the case of a single electrode detector, the
total response of the device is the sum of the part with a good crystal quality
and the part with almost no response, the resulting peak will be broadened by
the second contribution; in the case of a pixel contact structure this can lead
to the complete not functioning of some pixels. It is important to underline
that the twin in image 4.30 is less decorated with Te inclusions with respect
to the grain boundary and the charge loss in the X-ray response map is less
pronounced. This is a confirmation of the trapping effect of the Te inclusions
that is much higher then the effect of the extended defect itself. The selection
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Figure 4.29: Dislocation patterns inside a CZT sample
of a completely extended defect free part of the crystal is therefore extremely
important for the spectroscopic resolution of the devices. Te inclusions causes
as well a loss in the charge collection. In this case, since the inclusions are
present everywhere in the sample, it's very important to control the size and
concentration of this secondary phase.
At the Brookhaven National Laboratory, an optical bench is dedicated
to the study of Te inclusions. The setup is illustrated in the first chapter, a
large number of samples from different ingots were tested. The aim of such a
large study was to set a correlation between the growth implementations (es-
pecially on the purity of the starting elements and the gas during the growth)
and the influence of the growth technique (with and without the boron oxide
encapsulation). The size of the inclusions is a critical step in the fabrication of
CZT radiation detectors. The bigger the Te inclusions are the heavier will be
the effect on the charge collection degradation. The first set of sample studied
showed a large number of big Te inclusions, as shown in 4.31 In this image the
biggest Te inclusions are between 30 and 40 µm, the concentration is 6 106
cm−3 both the dimension and the concentration of the inclusions are too high
to obtain a good spectroscopic response. Moreover by inclusions are present
at very high concentration: between 103 and 104. The study on more recent
ingots showed a decrease in the concentration of the inclusion and a better
control on the crystal growth process, corresponding to a general reduction of
the inclusions dimensions. In figure 4.32 are shown the Te inclusion size distri-
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Figure 4.30: IR image and X-ray response map of a sample with extended defects,
the grain boundary and the twins are clearly visible in both images
Figure 4.31: SIze distribution of Te inclusions in a CZT IMEM crystal grown by
boron oxide vertical encapsulation
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Figure 4.32: Te inclusion size distribution for three different ingots, in general the
inclusion dimensions have been reduced, but the concentration is still
high. The 3D reconstruction is also shown in the lower part of the image
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bution and the 3D reconstruction of three samples from different ingots. With
respect to the first analyzed ingots, the new samples show a better control of
the inclusion dimensions, in all the tested samples the maximum dimension is
lower then 20 µm, more tolerable for the correct functioning of the final device.
In the case of the second sample, CZT 33, the concentration is higher with re-
spect to the others, and by looking at the 3D reconstruction, the majority
of the inclusions are in the near surface region. This means that the surface
were not properly polished for this specific sample, adding more features to
the inclusions counting and hence the real inclusion concentration is probably
lower. However, for all the samples the total concentration of the inclusions is
still high, further improvements are still needed to reduce the concentration
and improve the device properties.
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CHAPTER 5
Experimental results: detector characterization
5.1 Study of the CZT-metal interface
5.1.1 Current-voltage characteristic
The CZT samples are prepared as described in the Cutting and polishing sec-
tion, following a careful procedure for the preparation of an optimal surface.
The removal of the damaged parts after the cutting is very important and
strongly influences the detector properties. The damaged layers in fact contain
a high concentration of inclusions that can results in a deformation of the elec-
tric field. The surface roughness represents as well a critical parameter in the
realization of good radiation detectors [68]. The presence of residual impuri-
ties, mostly due to the polishing procedures, on the surface before the contact
deposition can lead to the formation of an interlayer between the metal contact
and the CZT. This layer strongly alters the characteristic of the contact. How-
ever this problem can be easily avoided by cleaning the samples with several
baths in organic boiling solvents, like acetone, isopropanol and trichloroethy-
lene. The Br-methanol etch removes all the possible residual on the surface and
the native oxide, but it's well known to produce a Te rich surface that rapidly
oxidize in air. The resulting oxide is more conductive with respect to the bulk
CZT and hence the drawbacks of this procedure must be taken into account
[65] [66] [67]. A bad polishing can also affect the contact properties, a rough
surface origins a bad adhesion of the metal to the CZT surface. The polishing
procedure used at IMEM produces a good surface. As confirmed by the AFM
measurement the roughness is confined in the range ≤ 1nm. The study of the
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a) b)
Figure 5.1: The two typical behavior found in the IMEM CZT samples. In a) the
increasing resistance behavior, at low voltages the resistance value is
lower and then increase for high voltages. b) The resistance decrease
with the increase of the applied bias
contact properties was the aim of my master degree and represent an accurate
analysis of the effect of the surface preparation and the passivation process
on the IV characteristics of the Au evaporated contact [64]. The contact de-
position techniques available at IMEM are the thermal evaporation and the
electroless technique. The electroless deposition is a very quick way to deposit
a metal on the surface of the semiconductor and produces a very good current
voltage characteristic with low surface leakage currents. The used solution was
a 4% AuCl3 water solution, as reported in (insert citation)the optimal depo-
sition time for the Au solution is 1 minute, after that time the reaction does
not evolves and the total amount of metal is deposited. The current voltage
characteristics as reported in [16] are directly connected with the spectral res-
olution of the devices, and in particular the behavior at high bias. The author
classifies three different curves: the increasing resistance, the linear behavior
and the decreasing resistance. The optimal curve for the spectral response was
found to be the increasing resistance. For the IMEM samples only two kind of
curves were found: the increasing and the decreasing resistance 5.1. The two
behaviors corresponds to a completely different response in the presence of the
X-ray sources.
A clear example of the importance of the IV characteristics on the detector
performance is shown in figure 5.2. The image shows the two IV characteristics
and the corresponding spectroscopic response of two sample irradiated with an
241Am X-ray source.
The two samples were cut from the same wafer, of the same crystals en-
suring the higher possible similarity between the crystal properties of the two
samples. Also the thickness (2mm) and the dimensions (7 x 7 mm2) are the
same. The two samples differ in the IV characteristics, sample 024-04-d shows
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Figure 5.2: The different spectroscopic response and the corresponding IV character-
istics of two CZT samples cut from the same wafer, they have the same
thickness and the same surface area. The IV curve with an increasing
resistivity shape shows a very good 241Am spectrum, while the sample
with the decreasing resistivity characteristic has a bad response. It is
important to underline that the current value itself is not a significant
parameter for the determining of the good functioning of the device, in
fact in this case the current value is similar.
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the increasing resistivity curve, sample 024-04-b the decreasing resistivity one.
The same contact deposition technique was used for both the samples: electro-
less gold, for 1 minute on each side. The two IV curves do not differ much in
terms of the current flowing in the devices, in fact for negative biases the 024-
04-d sample shows higher current with respect to 024-04-b. The positive slope
has instead the opposite behavior, in both cases, anyway, the current value
are comparable. The main different consists in the curve shape, for 024-04-b
the current voltage curve has an exponential increase at high voltages (above
150V), the 024-04-d shape is instead showing the characteristic linear charac-
teristic in the high voltage region. The trend showed in 024-04-b to increase
exponentially the currents flowing in the device is enhanced in presence of the
radiation source, and hence when the charge carriers are generated, leading to a
strong contribution of the noise in the device, as shown in the 241Am spectrum.
Since any other characteristic of the device seem to similar (the µτ products
are almost identical, the Te inclusion density are similar and the Zn concentra-
tion is the same since the sample are cut from the same position in the growth
axis) the main differences are ascribed to the IV curves. This dramatic change
in the current voltage behavior may be due to the different surface condition,
related to a non reproducibility of the effectiveness of the cleaning procedure
or to a different field distribution. The study of the contacts by means of the
RBS and XRF techniques (illustrated in the next section) highlighted a much
higher damage in the case of the 024-04-b with respect to the 024-04-d: the
thickness of the layers with a different stoichiometry with respect to the bulk
is almost three time higher in sample 024-04-b. This measurement shows one
of the main limits of the electroless technique, the poor reproducibility in the
contact characteristics [70].
RBS and XRF analyses
The two deposition techniques, thermal evaporation and electroless deposition
of gold, were studied using the combination of two techniques: Rutherford
Backscattering (RBS) and X-ray fluorescence. The measurements were per-
formed by Dr. A. Raulo at the University of Napoli Federico II. The recorded
spectra were analyzed using the SIMNRA 4.4 software package. The study
pointed out two different behaviors for the deposition techniques. The thermal
evaporation affects a small region under the metal contacts, usually confined
in a region up to 1500 Å, this region presents a deviation from the bulk com-
position mostly due to the creation of an oxidized region near the surface. For
the electroless deposition technique the behavior is completely different. In
this case several layers can be identified by the software modeling. As reported
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Figure 5.3: RBS spectrum of a CZT sample with thermal evaporated gold contacts
in [69] during the reaction with chloride the Cd ions leave the materials and
pass in the solution, the metal ions, in this case Au, deposits on the surface
creating the electrode. The electroless process leaves a layer near the surface
with a decreased Cd concentration, due to the migration of the ions, and the
typical Cd vacancies. The stoichiometry of the first layers is strongly deviated
from the bulk one, the presence of various oxide layer was also identified in the
study. The total damaged layer, that comprehends all the different layers that
do not present the stoichiometry of the bulk, is much higher for the electroless
contacts.
The deposited metal layer is thicker then the expected value from the lit-
erature [70], and shows a maximum value of 70 nm for the Cd terminating
surface. The reaction is favorite by the excess of Cd due to the orientation of
the [111] oriented surface and consequently the deposition is higher on one of
the two surfaces. In [70] are also studied the Pt electroless contacts, the metal
deposited layer is much thinner for the Pt chloride solution, only 10 nm, even
if the deposition times were 4 minutes and 10 minutes. The I-V characteristics
are dominated by the surface conductive paths generated after the deposition
and the resulting currents are very high. The passivation of the surface was
found to be ineffective, the current level after the passivation process is still
very high. It is hence impossible to use such contact solution for the realization
of radiation detector devices.
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Figure 5.4: IV curve showing the two slopes for low and high applied voltages. b)
low voltage region, the contribution of the bulk is highlighted by the
blue line
5.2 Calculation of the resistivity from the low
voltage region of the IV curve
The resistivity value of semiconductor materials is usually calculated using
standard procedures like the four point probe (Van der Pauw [71]) method.
In the case of semi-insulating materials this method is not efficient in the
measurement of the resistivity, because the four contacts are deposited on the
same surface and the measured currents are mostly surface contributions, while
the bulk current is difficult to measure with this technique. The measurement
of the resistivity with the Co.Re.Ma. technique is the optimal solution, because
it can measure the value on a micron scale, giving the information on large
area samples. However it requires the acquisition of the machine and long
measurement times. The problem was overcome by calculating the resistivity
from the low voltage region of the IV curve. This method was firstly proposed
by [41], and it's based on the consideration that for very low biases (usually
in the -1/1 voltage region) the current is dominated by the bulk contribution,
while the surface become more important at higher voltage. This two behavior
are visible in the IV curve, because there is an evident transition in the curve
generating two different slopes.
An example of the change in the slope for the low voltage region is shown
in figure 5.4. Using this technique a large number of samples were measured,
the resulting resistivity is above 1010 Ω·cm. Some of the measured values are
reported in table 5.1
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Table 5.1: CZT resistivity values
Sample name Resistivity (Ω· cm)
015 1·1010
016−02− a 1.6·1010
016−06− a 3·1010
020−d 1.5·1010
020−03− b 2.6·1010
020−07− f 1.05·1010
021−07− b 1.45·1010
024−04− d 2.8·1010
025−03− a 1.31·1010
5.2.1 Study of the electric field uniformity by means of
the Pockels Effect
The role of the electric field is primary in the functioning of the radiation de-
tectors. The charge carriers generated by the interaction of the photon with
the absorber, move toward the collecting electrode and induce the signal in
the external circuit. The rate of carriers that are actually collected is strongly
connected to the intensity and the electric field profile. The importance of the
electric field is even higher for a device technology, as in the case of semicon-
ductor radiation detectors, that requires the development of several millimeters
thick samples. It is very difficult to obtain a uniform electric field over such
long thicknesses. It is well known that CdTe radiation detectors experience a
degradation of the device properties with the time, commonly called polariza-
tion effect. The electric field profile changes with time, after a bias is applied.
In a period of few hours the space charge zone expands inside the device, up
to a complete depletion of the field. Polarization has a dramatic effect on the
operation of the devices, in order to obtain a complete recovery of the device
it is in fact necessary to turn off the bias and wait for a proper time before the
collection properties are restored. The substitution of CZT in the device re-
duces the polarization effect, since the electric field profile is more stable. A set
of CZT samples was tested at IMM-CNR in Lecce, under the supervision of Dr.
A. Cola, the analyzed samples are listed in table 5.2 The sample preparation
requires the realization of planar contacts on the two surfaces. The lateral sur-
faces, corresponding to the entrance and exits surfaces of the radiation, should
be carefully polished, in fact the surface quality is strictly connected to the
transparency to the radiation. The optimal sample orientation is illustrated in
figure 5.5, the Pockels effect in the directions shown in the figure is maximal.
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<111>
<1-12>
<1-10>
Figure 5.5: Sample orientation for the measurement of the Pockels effect
Table 5.2: CZT samples for the Pockels effect measurements
Sample name Contacts Contact area(mm2) Sample thickness(mm)
022 boronox · enc · Au-Au electr. 7.1
022 boronox · enc · Au-In electr. 7.1
016−04− fboronox · enc · Au-Au electr. 10.3 x 9.8 1.1
024−07− fnoboronox · enc · Au-Au electr. 6.7 x 6.5 1.93
025−03− inoboronox · enc · Au-Au electr. 5.3 x 4.5 1.91
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Figure 5.6: Electric field profile in sample 022 with the Au-Au contact configuration
The samples have all similar thicknesses and shapes except for the first one,
sample 022, that is much thicker and bigger then the usual ones. The aim of
the study of this sample was to see the behavior of the electric field on a sample
with bigger dimensions then the usual ones. For the first sample the behavior
of the electric field is completely different with respect to the following ones.
The electric field decreases almost linearly from the cathode, presenting the
same slope for all the applied biases. Considering the thickness of the sample,
7.1 mm, the electric field value is moderate also at a voltage of 1000 V. The
electric field profile was studied over a 3 mm thick region in the top part of
the sample and near the center of the device.
The extension of the electric field over the sample is very limited, for a
1000 V bias the field decays after less then 1 mm, as shown in figure 5.6.
The measurement were performed without external lights. The field profile
does not change by inverting the polarization, the electric field is still confined
under the cathode. The fringes present in the image are indicating that the
electric field is decreasing from the cathode side to the anode. The residual
birefringence of the sample ( the birefringence in absence of the electric field,
0 V) is quite high, this is usually associated with internal unreleased stresses).
The electric field profile is completely different for the other samples, in the
case of thinner detectors it is easier to control the uniformity of the electric
field. After the first set of measurement one of the contacts was removed and
a new In electrode deposited, creating a Shottky like diode. The presence
of the In electrode, however does not affect too much the field distribution
5.7. The most notable difference is a slight increase in the region where the
electric field is present. Despite the presence of two different metals on the two
sides the profile appears symmetrical, this can be ascribed to the very high
thickness of the sample. As shown in 5.2 the contact deposition technique was
the same for all the samples, in order to concentrate more on the properties
of the material itself, instead to provide a characterization of the deposition
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Figure 5.7: Electric field profile in sample 022 with the In-Au contact configuration
techniques. The sample were selected from different ingots, comprehending the
two different growth techniques, with and without boron oxide encapsulation.
The measurement on sample 022 was performed without any filter, and hence
the sample received the entire amount of light. This has probably influenced
the measurement degrading the profile because of the too intense radiation. For
the second set of samples the Pockels effect was measured using several filters
(from 800 to 1500 nm). For this second experiment, in conditions of low flux,
the uniformity of the electric field is highly improved. A strong correlation was
found between the electric field distribution and the intensity of the incident
radiation 5.8, this is probably due to the high number of carriers generated in
condition of high flux.
The field profile was very uniform for all the samples, in particular for the
016-04-f, but this is probably due to the reduced thickness of this particular
specimen, rather then to the different growth technique, in fact this sample is
almost half of the others.
In figure 5.9 the electric filed is almost flat, except for a small decrease in the
anode direction. Among CZT detectors this can be considered a very successful
result, considering the difficulties in the obtaining of a uniform electric field
in CZT devices. For this specific measurement a ODG=2 filter was used. A
very similar profile was found for the sample 024-07-f, the profile shows a more
pronounced decrease, but the uniformity is anyway very good.
For the last sample, 025-03-i the quality of the lateral surfaces does not
allow a deep analysis of the sample as a function of the applied bias, but it
possible only a study at high voltage (1000 V), because the Pockels signal is too
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Figure 5.8: Electric field distribution as a function of the optical filter. odg stay for
Order of magnitude
Figure 5.9: Electric field distribution of sample 016-04-f
Figure 5.10: Electric field distribution of sample 024-07-f
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low. The dependence of the electric filed from the radiation intensity is similar
to the one observed for all the other samples. The study of the electric field
uniformity in IMEM samples revealed a very good uniformity in low intensity
condition for all the samples, the increase in the radiation intensity corresponds
to a reduction of the field under the cathode. Since the radiation is below the
energy gap of the material the effect of the intensity on the electric field can
be related to the ionization of a deep level, probably the one responsible of the
high resistivity of the material. The best result is obtained for thin detectors
(1-2 mm).
5.3 CZT Spectroscopy
The detector performance is usually qualified by the photopeak resolution and
the peak to valley ratio of the photopeak. During the PhD research period
a large number of ingots were grown at IMEM, several samples from every
ingot were studied in order to obtain a full characterization of the crystal.
The spectroscopic characterization of the material has been an intense work,
consisting of the testing of over 100 CZT prototypes. For CZT detectors, the
resistivity is higher with respect to CdTe and hence the standard bias applied
to the device is higher with respect to the one used for CdTe detectors. It
is commonly to accept 100 V/mm as the minimum bias to have an electric
field sufficient to drift the charge carriers. While testing the IMEM devices
several parameters were studied in order to obtain the best resolution in the
acquired spectrum. The optimal shaping time of the amplifier and voltage were
deeply analyzed for several of the studied samples. In general the behavior of
the IMEM sample was found to be very reproducible. A strong homogeneity
of the characteristics was found between the ingots and in particular between
the samples cut from the same ingot. The characteristics of the device were
similar, but the general quality of the detectors was monotonically increased
during the period of the PhD research. The acquisition method was setup in
order to have the best reproducibility in the measurement. The spectra were
all acquired without the collimation of the sources and by keeping constant the
distance between the source and the measuring box. The spectra were acquired
one hour after the biasing, so the sample internal electronic configuration is
stable after a relatively long stay in the dark and under polarization condition.
The first test discriminates between the samples with good enough qualities:
if the photopeak is resolved at 100 V per mm, further investigations are done,
to find the optimal configuration. The samples are biased at different voltages
and with different sources, the optimal bias is chosen by looking at the FWHF
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Figure 5.11: Sample 016-02-a, X-ray response with the 241Am source at different
biases
of the characteristics photopeak of every X-ray source.
In figure 5.11 is shown the study of the detector response as a function of
the applied bias on a CZT sample grown at IMEM, sample name is 016-02-a.
The Au electrodes are deposited using the electroless technique on the entire
surface of the sample (5 by 5 mm), the sample thickness is 1.1 mm. The first
set of measurements shown was acquired in PPF configuration, with the X-
ray source irradiating the electrode surface. The starting applied bias is the
standard 100 V, this value was increased up to 450 V. The results obtained for
this samples can be extended to represent the behavior of all the IMEM grown
material, since all the ingots seems to have similar results. The first comment
on this measurement is that IMEM grown CZT can tolerate very high bias, it
was measured up to 600 V per mm. The noise level is hence very limited also
for high biases, this is due to the very high resistivity values for IMEM CZT
samples, as measured from the IV curve.
While the low energy part of the spectrum is not very affected by the in-
crease of the bias, also fro the 400 V spectrum the peak to valley ratio of the
13-17 KeV part is good. The energy resolution however is a little degraded,
since at high voltages the two peaks appear convolved in one single emission.
The spectra evolution in 5.11, shows an enhancement of the charge collec-
tion efficiency with increasing the bias voltage, represented by the shift of the
photopeak to higher channels. The fit of the photopeak comprehends two con-
tributions. The main peak is fitted by a gaussian curve that cover the majority
of the events; the trapping part, consistent of an asymmetric tail on the low
energy part of the peak, is fitted by a GMG (modified gaussian), this con-
tribution has to be considerably smaller with respect to the main part fitted
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Figure 5.12: Sample 016-02-a, X-ray response with the 241Am source while selecting
different shaping times in the amplifier. the value of the shaping time
is expressed in µs
with the gaussian. This second contribution is not influent when calculating
the FWHM of the peak (that is in fact obtained only from the gaussian curve),
but is fundamental when the total events of the photopeak need to be counted.
The evaluation of the optimal shaping time of the main amplifier was per-
formed at different energies using several X-ray sources. in figure 5.12 is shown
the study for the 241Am source, all the measurement were performed at the
standard bias of 100 V. The measurement was done in PPF and PTF config-
uration, the results for the second configuration is shown in figure 5.13.
In figure 5.14 and 5.15 are reported the behavior of the energy resolution
and charge collection efficiency (CCE) respectively, of the measurement shown
in figure 5.12 and 5.13. The CCE is normalized to the photopeak centroid of the
fully deposited energy for the 60 KeV in the two configurations. The best energy
resolution, calculated on all energies scanned with the available X-ray sources,
was obtained with 2 µs, the corresponding CCE is 97%. A direct comparison of
figures 5.12 and 5.13 shows a strong improvement of the spectroscopic response
in the PTF configuration measurements. This fact is quite surprising because,
in the PTF configuration all the distances between the electrodes are uniformly
illuminated at the same time. Tailing effect is strongly reduced in the spectra
shown in 5.13. This can be due to a different perturbation of the internal
electric field in the two configurations. The sensitivity of IMEM grown CZT
sample to the intensity of the incoming light was already shown in a previous
section. Due to the small fraction of the ionized centers, a small fraction of
photo generated carriers can in fact strongly modify the net charge. The poor
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Figure 5.13: X-ray response to the 241Am source of sample 016-02-a at different
shaping times, the spectra were acquired in PTF configuration
Figure 5.14: Energy resolution vs. shaping time
Figure 5.15: Charge collection efficiency vs. shaping time
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Figure 5.16: Spectroscopic results of the IMEM CZT samples obtained for a recently
grown ingot
hole trapping can create an accumulation of positive charge at the cathode
and induce a local perturbation of the electric field.
During the PhD period, the efforts done in the optimization of the crystal
growth and the device technology have lead to a great improvement in the
detector quality. The starting elements purity was increased, they are all 7N
materials, and also the growing environment was purified by using 7N grade
inert gas. This improvement in the growth was matched with the realization
of more stable electrodes and a particular attention in the surface quality and
preparation. The amelioration consists in a strong reduction of the energy reso-
lution with the standard X-ray sources commonly used, the most recent results
(figure 5.16 are: 6% for the 60 KeV of the 241Am, 3.2% for the 122 KeVof the
57Co, 4.9% for the 88 KeV of the 109Cd source. The improvement was not only
consisting in a better energy resolution, but also the range of energy that can
be detected was enlarged. Recent measurements have shown the detectability
of energies up to 356 KeV (Ba source) and with a specific electrode configura-
tion (the coplanar grid) also the 660 KeV emission of the 137Cs was revealed.
The reproducibility of the results is also much higher in the recent ingots. The
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exploration of energies higher then 100 KeV, was challenging for the first grown
ingots, but the improvement in the transport properties made it possible to
detect also high energies. In the first examined ingots for medium high ener-
gies, in the range between 60 and 120 KeV, it was possible to detect the peak
only by strongly increasing the applied bias up to 400-600 V/mm. At the more
regular voltage of 100 V/mm only the peaks at lower energies (typically the
13-17 KeV region for the Am source and the 22 KeV for the Cd) were clearly
resolved. In figure 5.17 is shown the response at 100V of a CZT device studied
at the beginning of the PhD. The detector thickness is 1mm, so the applied
bias can be intended also as V/mm. The peaks at 13.9 KeV and 17.7 KeV can
be seen as well as the convolution of the two escape peaks, the 60 KeV emission
is however very weak for this voltage. This behavior is very common in the
first ingots analyzed. The increase of the counts on the higher energy peaks is
as well common, as it's shown in figure 5.18 the 60 KeV emission is now visible,
with a fair energy resolution (FWHM: 6.8%). In figure 5.19 is shown the de-
vice response at 400 V/mm for the three standard sources commonly used: at
this very high bias also the 122 KeV emission of the 57Co source emerges. The
shape of the high energy peaks (figure 5.18 and 5.19) suggest that the poor
resolution at relatively low voltages is mostly due to the trapping effect. This
hypothesis is supported by the general amelioration of the spectral resolution
observed for the first studied samples when the measurement was carried out
in PTF geometry. As shown in figure 5.20 the 60 KeV appears very narrow
with respect to the one acquired in the same conditions but in the PPF con-
figuration (figure 5.19), moreover the ratio between the low energy part of the
spectrum and the 60 KeV is in agreement with the value expected from the
emission intensity of the source. The energy resolution of the 60 KeV peak is
in this case 4.9%. The effect of trapping is in this case lesser, as it's possible
to notice from the strong reduction of the typical tail on the low energy side
of the peak. In the PTF configuration in fact the photon are impinging the
device on the side and hence the events are generated undergo the exponential
decay at every depth inside the sample. In the PPF configuration the events
are entering from the irradiated sourface and are exponentially absorbed at a
fixed depht. In the case of the PTF geomerty the high energy part is, for some
photons, generated near the electrodes and fully collected with a minimum
influence of the trapping, with the PPF geometry this is not possible since the
high enegy events are however generated deeply inside the device.
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Figure 5.17: Spectroscopic response at 100 V with the 241Am source. The peak at
60 KeV is barely resolved.
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Figure 5.18: Spectroscopic response at 250 V with the 241Am source. The peak to
valley ratio of the 60 KeV peak is much higher (FWHM: 6.8%).
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Figure 5.19: Spectroscopic response at 400 V with the Am, Cd and Co sources.
Despite a reduction of the energy resolution in the low energy part of
the spectrum, the photopeaks up to 122 KeV can be detected.
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Figure 5.20: Spectroscopic response at 400 V with the 241Am source acquired in
PTF geometry. The peak to valley ration is strongly increased in this
configuration. The ratio between the low energy peaks and the 60 KeV
peak is as well improved, as expected from the expected intensity of
the emissions.
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5.4 X-ray response mapping
The presence of defects influences the detector spectroscopic quality by degrad-
ing the response, typically a broadening of the photopeak FWHF is observed
or the presence of a tail in the low energy side of the peak. With an uncol-
limated source it's possible to observe the overall response of the device and
the degradation appear as a convolution of all the defect contributions. Whit
the X-ray response mapping system, the effect on the peak formation of every
defect is observed, because a single photopeak is recorded for every position
of the raster scan. The X-ray response map reproduces an image of the entire
sample, for every point in the map is reported the peak position, and hence the
charge collection efficiency. The contrast of the resulting image reconstructs
the defect patterns in the sample. The X-ray response map of a set of IMEM
samples was studied at the National Synchrotron Light Source (NSLS) inside
the Brookhaven National Laboratory. The NSLS facility contains a beamline
(X27B) entirely dedicated to the study of the response map for x-ray detectors.
The beam is a x-ray synchrotron emission tunable between a few KeV up to
30 KeV. For the measurement on IMEM sample the energy of the beam was
24 and 25 KeV. For a high resolution image it's recommended a raster scan
of 20-25 µm, with this resolution is possible to see the small features present
in the sample. The sample were all analyzed by setting the amplifier at 200
and 2 µs, the acquisition time is 0.5 seconds for every point.The collected data
are elaborated by a dedicated IDL routine, the output is a 2D image of the
response map, a 3D image and the reverse 3D image. By clicking on a specific
point on the map the program provide the corresponding peak. It is also pos-
sible to select a restricted area on the plot and then work on that defined area.
This may be extremely useful in the study of a specific defect. The IMEM
sample tested at the beamline were all spectroscopic grade and the majority
showed a very uniform response. In figure are shown the X-ray response maps
of some of the tested sample, the image contrast is very uniform corresponding
to a high uniformity in the device charge collection properties.
The response homogeneity obtained from the map in figure shows a small
fluctuation in the detector response. The histogram in figure is obtained from
the map data and does not take into account the effect of the electronics on the
broadening of the peak. The value of the uniformity shows a fluctuation about
2%. A very good point of the IMEM grown material is the reproducibility of
the good spectroscopic response in a large number of the tested samples. A
heavy degradation of the device property is always associated with the presence
of an extended defect. Some samples were intentionally prepared including a
grain boundary inside the device active area, in order to have a quantification
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Figure 5.21: 2D X-ray response maps of 2 IMEM samples
Figure 5.22: 3D X-ray response maps of 2 IMEM samples, the 3D image underline
the uniformity of the response
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Figure 5.23: Histogram obtained from the X-ray response map. In the y-axis is re-
ported the number of pixels, in the x-axis the position of the peak (in
channels)
Figure 5.24: Effect of the flux on the detector response in the presence of an extended
defect: a) using a 20 µm collimator and b) reducing the beam area
(collimator 10 µm) and hence the impinging flux
of the degradation effect of an extended defect on the properties of a relatively
small device.
The degradation effect of the grain boundary in the detector device is
related to the flux of photons impinging the surface. The number of events
generated inside a radiation detector device influences the electric field profile,
hence in condition of high flux the degradation is enhanced, the effect is par-
ticularly high in the case of a synchrotron source because of the high flux (>
107 photon/s). The studied sample presented a big grain boundary crossing
the entire sample, the electric field is distorted in the near edge region of the
sample, resulting in a bending of the X-ray image.
The flux was varied by changing the collimator size, the 10 x 10 µm colli-
mator is the smallest available at the beamline and strongly decrease the flux
of photon impinging the surface. While measuring in condition of high flux the
size of the used collimator was double: 20 x 20 µm. The effect of degradation
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Figure 5.25: A very uniform X-ray response map corresponds to a narrow distribu-
tion in the drift times for electrons
Figure 5.26: The presence of a grain boundary in the sample strongly affect the
charge carriers drift time, the peak is broad and shift to higher values
of drift times
due to the high flux is not present in samples that do not contain extended de-
fects, the detector response is the same with the two different collimator. The
response in the case of a sample containing extended defects vary strongly by
changing the collimator. An example of this effect is shown in figure 5.24. The
a) image acquired in high flux condition presents a large degraded region ex-
panding from the defect, in b) instead the damage is confined along the grain
boundary, the horizontal lines present in b) are ascribed to a fluctuation in the
beam intensity during the measurement. The behavior of defects as electron
traps was frequently proposed as an explanation of the effective mechanism of
degradation in the presence of grain boundaries or similar features as well as
Te inclusions. For this reason the drift time of electrons was calculated and
then the obtained value related to the presence of extended defects. For the ac-
quisition of the drift times a LeCroy Waverunner was employed to digitize and
record the output signals(waveforms)from the charge sensitive preamplifier (a
commercial eV-Product preamplifier, eV-5093). A number of 200 waveforms
were acquired for every measurement.
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The values obtained for the drift times in different samples seems to have a
direct correlation with the presence of extended defects (and the corresponding
degradation of the response) and the broadening in the distribution of drift
times, together with an increase of the mean value. In samples that do not
present such defects the drift time appears as a gaussian distribution around
the average value, with a small spread of drift times.
5.5 Transport properties: µτ product
The µτ product represent a good indicator of the transport properties of the
device, being related to the diffusion length of the carriers. The µτ product
is usually calculated from the fitting of the curve obtained by changing the
applied voltage and measuring the corresponding shift in the peak position (in
channel number). The measurement can be performed with different radiation
sources: alpha particle, an X-ray source with a low energy emission, a laser
or by means of photocurrent measurement. The peak position is identified by
a gaussian fit of the photopeak. In this work both the alpha particle and the
X-ray source techniques were used. The resulting curve is fitted with the Hecht
equation, considering only the electron part of the equation, since electrons are
the only carriers drifting trough the device and contributing to the photopeak
formation in the used configuration . In fact the irradiated electrode is the
cathode, and with both sources the events are occurring very near to the
entering surface. The measurement require the same electronic equipment as
the measurement of the spectroscopic response with a standard X-ray source:
a charge sensitive preamplifier and an amplifier, together with a HV supplier.
The peak position is identified by a gaussian fit of the photopeak. Because of
the importance of the measurement of the µτ value in judging the material and
device properties the measurement was performed independently, in different
laboratories, on the same set of samples. The measurement with the alpha
particle source was performed in Naples by Dr. A.Raulo and in by me at the
Brookhaven National Laboratory. The measurements with the X-ray source
at INAF-IASF and at the Brookhaven National Laboratory, in the first case
the 22 KeV emission of the 109Cd source was used and in the second the 60
KeV emission of the 241Am. A strong increase in the µτ product value was
registered in recent ingots, with respect to the first measurement, and the
increase in the charge transport properties was also confirmed by the better
energy resolution and quality of the X-ray spectra.
In figure 5.27 and 5.28 are shown some of the resulting fitting. The obtained
values for electrons is between 1 and 6 10−3 cm2/V for both kind of sources.
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Figure 5.27: µτ product of two samples obtained by fitting the centroid position of
the 22 KeV emission of 109Cd source with the electronic part of the
Hecht equation
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Figure 5.28: µτ product of two samples obtained by fitting alpha emission with the
electronic part of the Hecht equation
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The measurement of the µτ product for holes was not possible, because in
the hole measurement configuration, the anode irradiated with the source and
the holes collected on the opposite electrode, no photopeak was present in
the spectrum. This means that the value of the µτ for holes is very small.
A confirmation of this is given by the measurements performed at ESRF, in
Grenoble, at the high energy beamline A15. The samples were irradiated at
different energies in PTF configuration (planar transverse field), at different
depth on the sample side, the beam size was 10 x 10 µm. In this configuration,
since the events are generated at different depths, both the charge carriers are
contributing to the peak formation. In this case the complete Hecht equation
is used to fit the experimental data and the µτ product value is obtained for
electrons and holes. The obtained value for holes is 5 10−5, perfectly compatible
with the previously observed absence of a photopeak in the hole measurement
configuration.
5.6 Correlation between the IR image and the
X-ray response map
A very interesting result that can be obtained from performing a complete
characterization of a sample, is the possibility to make a correlation between
the used techniques. In this way, it's possible to understand the role of defects
on the functioning of the device. The IR image itself in fact is not able to give
any information about the role of the identified inclusions in the operation of
the sample as detector. In the same way the X-ray response map is not sufficient
to uniquely identify the defects present in the device. Despite the large amount
of samples analyzed with the technique, here I am going to present a detailed
study on one single sample, since the result we have reached for this sample
can be intended as a general result for IMEM grown CZT sample. All the
images presented in this section are belonging to sample 024-04-d, this sample
was deeply studied in INAF-IASF, the optimal bias was obtained from the
photopeak FWHM at different polarizations, the optimal shaping time was
found to be 2 µs, the spectroscopic response was studied with several X-ray
sources. This sample was then studied during my stage at the Brookhaven
Nation Laboratory, where I performed the measurements shown in this section.
First, it was measured the X-ray response map, the beam energy is 25 KeV and
the raster scan resolution 20 x 20 µm. The sample was biased with 100V per
mm (total 200V), shaping time 2 µs and gain 200. The two maps are shown
in figure 5.29, the two maps are quite different, because of the relatively small
penetration depth of the 25 KeV photons. The homogeneity is very good for
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Figure 5.29: X-ray response maps of sample 024-04-d: side 1 and 2. The difference
between the two maps is ascribed to a relatively penetration depth of
the photon at 25 KeV
Figure 5.30: Correlation between the X-ray response map and the IR collapsed im-
age. Several Te inclusions present in both images were randomly se-
lected in the sample.
both maps, the big dark part present in the second map is simply a missing
corner in the device and not a defect.
The first step of the study was to correlate the X-ray response map with
the transmitted IR image. The electrode were removed by using a very soft
alumina paste polishing, in order to minimize the removed area and limit the
lost of information. The IR image of the polished sample was acquired at BNL
using the Nikon Microscope, the collapsed image was created from a set of 10
images acquired at different depth inside the sample. The largest Te inclusions
present were found to be about 30 µm in diameter. The collapsed image was
then directly compared with the X-ray response map, the two images are shown
in figure 5.30. The X-ray response map contrast was enhanced in order to have
a more defined picture of the features present that now appear more clear in
the map.
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Figure 5.31: Correlation between the X-ray response map and a bottom IR image.
Only a small number of Te inclusions identified in the X-ray map belong
to this region of the sample
Figure 5.32: Correlation between the X-ray response map and the IR collapsed im-
age. Several Te inclusions present in both images were randomly se-
lected in the sample.
The new contrast underline the presence of several dot like features, from
the comparison with the IR map is possible to identify the dots as Te in-
clusions. This comparison confirm that Te inclusions have an active role in
the degradation of the detector response. In figure 5.30 some of the features
present in both images were selected with red circles, the features were chosen
randomly covering the entire device surface and with different dimensions. By
splitting the collapsed image in its original components, it's possible to recon-
struct the position inside the sample of the selected inclusions and correlate it
with the influence on the collection efficiency. The X-ray response map is then
correlated with an IR image collected in the bottom region, corresponding to
the near anode area in the X-ray map, and a IR top image, that is cathode
region in the X-ray map.
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5.7. Correlation between the WXDT and the X-ray response map
Figure 5.33: Correlation between the X-ray response map and the WXDT image.
Several features are present in both maps.
The comparison with the bottom and top IR image shows a strong depen-
dence between the position of the inclusions and the role in the X-ray response
map. In figure 5.31 the comparison shows that only a small number of the iden-
tified inclusions belong to this part of the sample. The inclusions that have an
influence on the collected X-ray map are only the big ones ( diameter 30 µm
). The top image instead comprehends the majority of the events. The X-ray
response map in fact is acquired by irradiating the cathode, corresponding to
the top part of the IR image. This means that the photons are absorbed in the
layer corresponding to the first 200-300 µm considering the impinging energy
of 25 KeV. The Te inclusions present in the IR top image are in the region
where the photons creates the electron-hole pairs. The effect of trapping is
hence extremely marked for those inclusions. In this region, figure 5.32, also
small inclusions can be identified in the X-ray response map. The size of in-
clusions that can be seen in the map is limited by the raster scan resolution of
the X-ray map.
5.7 Correlation between the WXDT and the X-
ray response map
The presence of extended defects identified in the X-ray response map can be
correlated with the images acquired using the WXDT. The grain boundaries
and twins inside the detector affect the collection properties of the device, the
defects act as traps and performs a severe degradation in the formation of the
peak. The correlation between the two techniques is shown in figure 5.33.
The X-ray response map is acquired as explained in the previous section
and is corresponding to the side 2 of sample 024-04-d in figure 5.29. The WXDT
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5.7. Correlation between the WXDT and the X-ray response map
Figure 5.34: Correlation between the X-ray response map, the WXDT image and
the IR collapsed image for a CZT sample. The extended defects can be
identified with all the three techniques.
picture is acquired in reflection geometry, with a white X-ray beam with energy
up to 50 KeV. The penetration depth is about 50 µm. In the WXDT image
is not possible to identify Te inclusions and single dislocation are difficult to
locate because of the reduced dimensions, however, dislocations arranged in
groups can be seen. In figure 5.29 grain and subgrain boundaries are present
in the two images, these are the most common defects in CZT samples, beside
Te inclusions. From the comparison of a different sample, shown in figure it
possible to notice a different behavior in the charge collection degradation,
if the defect is not heavily decorated by Te inclusions the degradation effect
is lower. In figure 5.34 this effect is shown, the vertical twin, crossing almost
the entire sample and clearly identified in the WXDT is affecting the X-ray
response map in a relatively small way, with respect to the grain boundary in
the upper part of the image.
The grain boundary is strongly decorated with Te inclusions. The upper
part of the WXDT shows a very distorted region corresponding to the presence
of the grain boundary and a big degradation of the response. The distortion
around the twins is instead not present and the degradation is limited to the
twin walls.
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CHAPTER 6
Conclusions
CZT has emerged as a very promising material in the realization of a RT X-
ray detector technology able to move from a strict research environment to the
industrial world. The study presented in this work is a complete summary of
the state of art for the CZT detectors produced at IMEM. The work includes
the use of several techniques, very different each other, for the analysis of
both the material and the device properties. Considering the large number of
samples studied the material and the device technology has been performed.
The aim of this thesis is to acquire a large amount of information from different
techniques and then correlate together all the information with the crystal
growth in order to create a feedback between the observed properties and the
growth technology.
The first part of the thesis is focused on the study of the ingot homogeneity.
The near band gap emission is related to the Zn concentration, being the energy
gap of the material dependent on the Zn content and the temperature. At a
fixed temperature the Zn profile can be extracted from the PL spectrum. The
Zn profiles obtained showed an anomalous behavior in the first to freeze part.
In the early stage of crystallization Zn content does not follow the normal freeze
equation, instead of a monotone decrease from the tip to the bottom of the
crystal, the Zn concentration increase for the first 2 centimeters and then follow
the normal freeze equation decreasing monotonically. This particular shape of
the curve is however pretty common in the literature, several publications from
different groups report the same behavior for the Zn profile. This particular
feature of the Zn profile is commonly ascribed as an effect of the supercooling
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occurring in the first stages of the growth. After a careful analysis several
considerations lead to a discard of this explanation in favor of a poor control
of the nucleation site inside the ampoule. The growth does not start from
the tip but, most likely from the ampoule walls and then proceeds in both
directions toward the tip and the bottom of the ingot, this means that usually
crystal growers have not a strong control on the nucleation during the growth
of CZT by the Bridgman technique.
The second information obtained from the PL map is the growth interface
shape. The lines that connect the point in the map with the equal content
of Zn represent also the interface at a given point inside the ingot. It was
found that the presence of Boron during the growth produces a convex or
concave interface. Moreover the influence of a quartz disk on the top of the
melt was found to influence the shape of the growth interface. The growth
interface can hence be controlled to produce the convex interface, preferred
because it helps the single crystal growth. The study of the material properties
comprehends also the WXDT, white X-ray diffraction topography. It consist
in the irradiation of the sample with a white synchrotron X-ray beam with
energies up to 50 KeV and the acquisition of the diffracted spots on a X-ray
sensitive film. This technique shows the presence of extended defects inside
the samples. The presence of such defects can profoundly affect the detector
response, in this work it was shown how in the near defect area the detector
response is completely canceled. The identification of grain boundaries or twins
is therefore fundamental in the selection of the part of the wafer to be dedicated
to the realization of high performance detectors. In IMEM sample WXDT
shows the presence of subgrain, grain boundaries and twins. The presence
of Te inclusions can instead be checked with IR microscopy. Several images
of IMEM samples were acquired giving an accurate reconstruction of the 3D
distribution of inclusions and calculating the Te inclusions concentration and
size distribution. The maximum size of the inclusions decreased during these
years starting from 30 µm in the oldest ingots, but decreasing down to 10-15
µm. The concentration was decreased as well.
The second part of the thesis is focused on the study of the devices in order
to characterize the material. The sample are cut, polished and prepared for the
contact deposition. Two different deposition techniques were used, in both cases
the electrode metal was Au. The metal-semiconductor interface was studied by
means of RBS and XRF, combining the results the thickness of the deposited
gold layer and the extension of the damaged layers under the electrodes was
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studied. The damaged layer was found to be much larger in the case of the
electroless deposition with respect to the thermal evaporation. The quality of
the deposited metalization was firstly studied measuring the current-voltage
characteristic. This measurement is particularly important because from the
low current region of the curve it can be calculated the resistivity value, that
is impossible to measure with standard techniques, like Van der Pauw method.
The studied ingots are all high resistivity with values above 1010 Ω cm. The
quality of the metal-CZT interface was studied by means of the Pockels effect.
With this technique the electric field profile can be detected, with a correlation
to the birefringence of the material. The electric field profiles obtained for
IMEM samples showed a very good uniformity and a strong dependence of
this value on the intensity of the impinging light. This latter fact suggest the
presence of a deep level inside the energy gap.
The transport properties were studied, the µτ product was calculated by
fitting the shift of the alpha particle emission as a function of the applied
bias with the Hecht equation. The obtained values are in the range between
2 and 6 10−3 cm2/V for the electrons. The µτ product value was strongly
improved during the PhD period, due to a particualr attention on the purity
of the starting material. The µτ product for holes was calculated from the
complete Hecht equation and it's estimated to be 10−5 cm2/V. This value is
in agreement with the expected limited mobility of holes. The spectroscopic
response of the material was studied with several X-ray source. The study was
carried out with 241Am, 109Cd, 57Co and 133Ba. The detector showed a good
spectroscopic behavior up to 400 KeV and a high reproducibility of the good
results in a large number of samples.
The spectroscopic response of the device was also studied using the X-ray
microscale mapping. With this technique the sample response can be detected
with collimation down to 10 x 10 µm. The maps showed in this work were
acquired with a 20 x 20 µm resolution and using a 25 KeV synchrotron X-
ray emission. The corresponding map showed a good homogeneity of IMEM
samples and a strong reproducibility of the good results. Almost all the samples
analyzed at the beamline showed a good response. The technique allows also
the identification of defects as the degradation effect connected with their
presence is showed in the map. The most interesting results were obtained
from the correlation of the measurements with different techniques on the same
samples. The comparison between the X-ray microscale map, the WXDT and
the IR image allowed to set a direct correlation between the defect and the
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damage occurring in the charge collection. During this work several samples
and ingots were tested leading to the understanding of some of the mechanisms
involved in the realization of CZT radiation detector devices, with a particular
attention to the crystal growth related problems.
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CHAPTER 7
Appendix
7.1 SURECA ASI Flight Campaign June 2010
(Svalbard)
The detector group took part to The SURECA ASI flight campaign, producing
a CZT prototype with IMEM material. The SURECA-BIT-IO campaign is
an Italian stratospheric balloon project funded and managed by the Italian
Space Agency (ASI).The purpose of SURECA-BIT-IO flight was to test a new
Iridium based telemetry system called BIT (Bidirectional Iridium Telemetry)
and to perform scientific measurements with a scientific instrument package
based on CZT . The main purposes of the flight of the CZT system are to
determine the count rate from 30 to several hundred KeV of X- and gamma
rays and charged particles as a function of latitude, longitude and altitude and
to verify the performance and the robustness of CZT sensors developed entirely
with Italian technology in a pseudo space environment and to assess their
suitability for the realization of space compact radiation monitors. The CZT
sensor module (figure 7.1) has successfully flown from Svalbard to Canada in 4
days (17-20 June 2010) during the ASI flight campaign. During the flight this
system was able to record the background count rate profile of both particles
and photons (40-400/500 KeV) at arctic latitudes for several hours (about 28
hours) along all the balloon orbit and it has continued to accumulate data on
the on PC-104 on board compact flash also after landing for about 16 hours.
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7.1. SURECA ASI Flight Campaign June 2010 (Svalbard)
Figure 7.1: CZT sensor module and the SURECA stratospheric ballon during the
flight.
Figure 7.2: Data acquisition during the SURECA flight campaign
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7.2. High efficiency Compton module with low instrumentation noise based
on innovative techniques for the γ ray detection from the space
Figure 7.3: The geometry studied for the experiment and the corresponding Comp-
ton prototype
7.2 High efficiency Compton module with low
instrumentation noise based on innovative
techniques for the γ ray detection from the
space
The project consisted in the realization of a CZT device with a pultipixel
configuration made with spectroscopic grade IMEM material. The sample is
a large area detector, the dimensions of the prototype are 25 x 25 mm, the
thickness is 2 mm. The contact geometry has been optimized for the techno-
logical application: two pixel sizes are chose a central part with 500 µm pixels
and a surrounding part with 2.2 mm pixels in order to evaluate the detector
response on two different scales. The used geometry is shown in figure 7.3.
Between the inner small pixel and the larger ones there is a guard ring.
The spectroscopic characteristics of the material used for the realization of the
prototype were previously studied on a wafer cut next to it. The µτ value was 2
10−3 cm2/V, the FWHM of the 60 KeV for the Am source was 5%. The energy
resolution of the spectra acquired for this material is very good, especially in
the low energy region, with a very low noise.
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